
1        National Geodetic Survey,   Retrieval Date = SEPTEMBER 17, 2001 
 JV6729 *********************************************************************** 

 JV6729  DESIGNATION -  COKESBURY                                      P1270 
 JV6729  PID         -  JV6729 
 JV6729  STATE/COUNTY-  MD/HARFORD 
 JV6729  USGS QUAD   -  EDGEWOOD (1985) 
 JV6729 
 JV6729                         *CURRENT SURVEY CONTROL 
 JV6729  ___________________________________________________________________ 
 JV6729* NAD 83(1991)-  39 27 42.01044(N)    076 16 35.50401(W)     ADJUSTED   
 JV6729* NAVD 88     -        49.6    (meters)     163.     (feet)  VERTCON    
 JV6729  ___________________________________________________________________ 
 JV6729  X           -   1,169,793.396 (meters)                     COMP 
 JV6729  Y           -  -4,790,156.568 (meters)                     COMP 
 JV6729  Z           -   4,032,029.413 (meters)                     COMP 
 JV6729  LAPLACE CORR-          -2.48  (seconds)                    DEFLEC99 
 JV6729  ELLIP HEIGHT-          16.588 (meters)          (09/18/02) GPS OBS 
 JV6729  GEOID HEIGHT-         -33.06  (meters)                     GEOID03 
 JV6729 
 JV6729  HORZ ORDER  -  FIRST 
 JV6729  ELLP ORDER  -  FOURTH    CLASS II 
 JV6729 
 JV6729.The horizontal coordinates were established by GPS observations 
 JV6729.and adjusted by the National Geodetic Survey in January 1992. 
 JV6729 
 JV6729.The NAVD 88 height was computed by applying the VERTCON shift value to 
 JV6729.the NGVD 29 height (displayed under SUPERSEDED SURVEY CONTROL.) 
 JV6729 
 JV6729.The X, Y, and Z were computed from the position and the ellipsoidal ht. 
 JV6729 
 JV6729.The Laplace correction was computed from DEFLEC99 derived deflections. 
 JV6729 
 JV6729.The ellipsoidal height was determined by GPS observations 
 JV6729.and is referenced to NAD 83. 
 JV6729 
 JV6729.The geoid height was determined by GEOID03. 
 JV6729 
 JV6729;                    North         East     Units Scale Factor Converg. 
 JV6729;SPC MD       -   199,505.980   462,261.866   MT  1.00000206   +0 27 14.7 
 JV6729;SPC MD       -   654,545.87  1,516,604.14   sFT  1.00000206   +0 27 14.7 
 JV6729;UTM  18      - 4,368,788.164   390,183.278   MT  0.99974848   -0 48 41.0 
 JV6729 
 JV6729!             -  Elev Factor  x  Scale Factor =   Combined Factor 
 JV6729!SPC MD       -   0.99999740  x   1.00000206  =   0.99999946 
 JV6729!UTM  18      -   0.99999740  x   0.99974848  =   0.99974588 
 JV6729 
 JV6729                          SUPERSEDED SURVEY CONTROL 
 JV6729 
 JV6729  ELLIP H (01/27/92)   16.527  (m)                       GP(       ) 4 1 
 JV6729  NAD 83(1986)-  39 27 42.00491(N)    076 16 35.51095(W) AD(       ) 1 
 JV6729  NGVD 29 (06/18/91)   49.9    (m)          164.     (f) GPS OBS         
 JV6729 
 JV6729.Superseded values are not recommended for survey control. 
 JV6729.NGS no longer adjusts projects to the NAD 27 or NGVD 29 datums. 
 JV6729.See file dsdata.txt to determine how the superseded data were derived. 
 JV6729 

http://www.ngs.noaa.gov/cgi-bin/ds_lookup.prl?Item=HOW_SUP_DET


 JV6729_U.S. NATIONAL GRID SPATIAL ADDRESS: 18SUJ9018368788(NAD 83) 
 JV6729_MARKER: DD = SURVEY DISK 
 JV6729_SETTING: 7 = SET IN TOP OF CONCRETE MONUMENT 
 JV6729_SP_SET: CONCRETE POST 
 JV6729_STAMPING: 127 COKESBURY 1989 
 JV6729_MARK LOGO: MD-025 
 JV6729_MAGNETIC: M = MARKER EQUIPPED WITH BAR MAGNET 
 JV6729_STABILITY: C = MAY HOLD, BUT OF TYPE COMMONLY SUBJECT TO 
 JV6729+STABILITY: SURFACE MOTION 
 JV6729_SATELLITE: THE SITE LOCATION WAS REPORTED AS SUITABLE FOR 
 JV6729+SATELLITE: SATELLITE OBSERVATIONS - 1989 
 JV6729 
 JV6729  HISTORY     - Date     Condition        Report By 
 JV6729  HISTORY     - 1989     MONUMENTED       RDA 
 JV6729 
 JV6729                          STATION DESCRIPTION 
 JV6729 
 JV6729'DESCRIBED BY RINKER DETWILER AND ASSOCIATES 1989 
 JV6729'THE STATION IS LOCATED IN SOUTH CENTRAL HARFORD COUNTY, MARYLAND IN 
 JV6729'THE VILLAGE OF ABINGDON. 
 JV6729'TO REACH THE STATION FROM THE INTERSECTION OF STATE HIGHWAY 24 AND 
 JV6729'STATE HIGHWAY 7 PROCEED NORTHEAST ALONG HIGHWAY 7 1.66 MILES TO ITS 
 JV6729'INTERSECTION WITH ABINGDON ROAD.  TURN RIGHT PROCEED SOUTH ALONG 
 JV6729'ABINGDON ROAD 0.41 MILE TO COKESBURY MEMORIAL METHODIST CHURCH AND THE 
 JV6729'STATION ON THE RIGHT. 
 JV6729'THE STATION IS A STANDARD HARFORD COUNTY STATION DISK SET IN CONCRETE 
 JV6729'ABOUT 1 INCH BELOW GROUND STAMPED 127 COKESBURY 1989.  THE STATION IS 
 JV6729'38.9 FEET SOUTH OF THE CENTERLINE OF ABINGDON ROAD, 17.4 FEET 
 JV6729'NORTHEAST OF THE NORTHWEST CORNER OF BRICK COKESBURY MEMORIAL 
 JV6729'METHODIST CHURCH SIGN, AND 45.2 FEET NORTHWEST OF THE CENTERLINE OF 
 JV6729'THE NORTHWEST LANE OF A CIRCULAR DRIVE OF A CEMETERY AND A BRICK 
 JV6729'BUILDING ON THE CHURCH GROUNDS. 
 
 
 RINKER-DETWILER INFORMATION FROM HARFORD COUNTY SURVEY CONTROL BOOK 

NAD 83/86 COORDINATES - NGVD29 ELEVATIONS 
 
LATITUDE   039 27 42.00441                 NORTH(sf)     654545.255 
LONGITUDE  076 16 35.51156                 EAST(sf)     1516603.553 
GRID AZ.   268 46 17.3                     ELEV. GPS OBS.   163.62 ft  
 
 
 






