
1        National Geodetic Survey,   Retrieval Date = August 1, 2007 
 JV6828 *********************************************************************** 

 JV6828  DESIGNATION -  PERRYMAN                                       P0040 
 JV6828  PID         -  JV6828 
 JV6828  STATE/COUNTY-  MD/HARFORD 
 JV6828  USGS QUAD   -  PERRYMAN (1984) 
 JV6828 
 JV6828                         *CURRENT SURVEY CONTROL 
 JV6828  ___________________________________________________________________ 
 JV6828* NAD 83(1991)-  39 28 23.63670(N)    076 12 13.84265(W)     ADJUSTED   
 JV6828* NAVD 88     -        12.2    (meters)      40.     (feet)  VERTCON    
 JV6828  ___________________________________________________________________ 
 JV6828  X           -   1,175,667.611 (meters)                     COMP 
 JV6828  Y           -  -4,787,848.185 (meters)                     COMP 
 JV6828  Z           -   4,032,996.634 (meters)                     COMP 
 JV6828  LAPLACE CORR-          -2.50  (seconds)                    DEFLEC99 
 JV6828  ELLIP HEIGHT-         -20.890 (meters)          (09/18/02) GPS OBS 
 JV6828  GEOID HEIGHT-         -33.12  (meters)                     GEOID03 
 JV6828 
 JV6828  HORZ ORDER  -  FIRST 
 JV6828  ELLP ORDER  -  FOURTH    CLASS II 
 JV6828 
 JV6828.The horizontal coordinates were established by GPS observations 
 JV6828.and adjusted by the National Geodetic Survey in January 1992. 
 JV6828 
 JV6828.The NAVD 88 height was computed by applying the VERTCON shift value to 
 JV6828.the NGVD 29 height (displayed under SUPERSEDED SURVEY CONTROL.) 
 JV6828 
 JV6828.The X, Y, and Z were computed from the position and the ellipsoidal ht. 
 JV6828 
 JV6828.The Laplace correction was computed from DEFLEC99 derived deflections. 
 JV6828 
 JV6828.The ellipsoidal height was determined by GPS observations 
 JV6828.and is referenced to NAD 83. 
 JV6828 
 JV6828.The geoid height was determined by GEOID03. 
 JV6828 
 JV6828;                    North         East     Units Scale Factor Converg. 
 JV6828;SPC MD       -   200,841.757   468,505.674   MT  1.00000415   +0 29 58.9 
 JV6828;SPC MD       -   658,928.33  1,537,089.03   sFT  1.00000415   +0 29 58.9 
 JV6828;UTM  18      - 4,369,985.429   396,453.409   MT  0.99973201   -0 45 55.3 
 JV6828 
 JV6828!             -  Elev Factor  x  Scale Factor =   Combined Factor 
 JV6828!SPC MD       -   1.00000328  x   1.00000415  =   1.00000743 
 JV6828!UTM  18      -   1.00000328  x   0.99973201  =   0.99973529 
 JV6828 
 JV6828                          SUPERSEDED SURVEY CONTROL 
 JV6828 
 JV6828  ELLIP H (01/27/92)  -20.926  (m)                       GP(       ) 4 1 
 JV6828  NAD 83(1986)-  39 28 23.63057(N)    076 12 13.84880(W) AD(       ) 1 
 JV6828  NGVD 29 (06/18/91)   12.4    (m)           41.     (f) GPS OBS         
 JV6828 
 JV6828.Superseded values are not recommended for survey control. 
 JV6828.NGS no longer adjusts projects to the NAD 27 or NGVD 29 datums. 
 JV6828.See file dsdata.txt to determine how the superseded data were derived. 
 JV6828 

http://www.ngs.noaa.gov/cgi-bin/ds_lookup.prl?Item=HOW_SUP_DET


 JV6828_U.S. NATIONAL GRID SPATIAL ADDRESS: 18SUJ9645369985(NAD 83) 
 JV6828_MARKER: DD = SURVEY DISK 
 JV6828_SETTING: 7 = SET IN TOP OF CONCRETE MONUMENT 
 JV6828_SP_SET: CONCRETE POST 
 JV6828_STAMPING: 4 PERRYMAN 1989 
 JV6828_MARK LOGO: MD-025 
 JV6828_MAGNETIC: M = MARKER EQUIPPED WITH BAR MAGNET 
 JV6828_STABILITY: C = MAY HOLD, BUT OF TYPE COMMONLY SUBJECT TO 
 JV6828+STABILITY: SURFACE MOTION 
 JV6828_SATELLITE: THE SITE LOCATION WAS REPORTED AS SUITABLE FOR 
 JV6828+SATELLITE: SATELLITE OBSERVATIONS - 1989 
 JV6828 
 JV6828  HISTORY     - Date     Condition        Report By 
 JV6828  HISTORY     - 1989     MONUMENTED       RDA 
 JV6828  HISTORY     - 20010421 MARK NOT FOUND   USPSQD 
 JV6828 
 JV6828                          STATION DESCRIPTION 
 JV6828 
 JV6828'DESCRIBED BY RINKER DETWILER AND ASSOCIATES 1989 
 JV6828'THE STATION IS LOCATED IN SOUTHERN HARFORD COUNTY, MARYLAND ABOUT 0.4 
 JV6828'MILE NORTH OF THE VILLAGE OF PERRYMAN ON STATE HIGHWAY 159 NEAR 
 JV6828'SPESUTIA CHURCH. 
 JV6828'TO REACH THE STATION FROM THE INTERSECTION OF U.S. HIGHWAY 40 AND 
 JV6828'STATE HIGHWAY 7 IN THE TOWN OF ABERDEEN PROCEED SOUTHWEST ALONG 
 JV6828'HIGHWAY 7 1.4 MILES TO ITS INTERSECTION WITH STATE HIGHWAY 159, 
 JV6828'PERRYMAN ROAD. TURN LEFT AND PROCEED SOUTHWEST ALONG PERRYMAN ROAD 
 JV6828'1.15 MILES TO THE SPESUTIA CHURCH ON THE RIGHT AND THE STATION ON THE 
 JV6828'LEFT. 
 JV6828'THE STATION IS A STANDARD HARFORD COUNTY STATION DISK SET IN CONCRETE 
 JV6828'ABOUT 1 INCH BELOW GROUND STAMPED 4 PERRYMAN 1989.  THE STATION IS 8.4 
 JV6828'FEET NORTHEAST FROM G AND E POLE NUMBER 267348, 56.2 FEET SOUTHEAST 
 JV6828'FROM G AND E POLE NUMBER 267349, AND 10.0 FEET SOUTHEAST FROM THE 
 JV6828'SOUTHEAST EDGE OF PAVEMENT OF PERRYMAN ROAD. 
 JV6828 
 JV6828                          STATION RECOVERY (2001) 
 JV6828 
 JV6828'RECOVERY NOTE BY US POWER SQUADRON 2001 (DG) 
 JV6828'POLE NUMBER 7348 MOVED.  ROAD HAS BEEN REROUTED. 
 
 
 
RINKER-DETWILER INFORMATION FROM HARFORD COUNTY SURVEY CONTROL BOOK 

NAD 83/86 COORDINATES - NGVD29 ELEVATIONS 
 
LATITUDE   039 28 23.62976                 NORTH(sf)     658927.625 
LONGITUDE  076 12 13.84873                 EAST(sf)     1537088.560 
GRID AZ.   036 05 47.7                     ELEV. GPS OBS. 40.88 ft.  
 
 



1        National Geodetic Survey,   Retrieval Date = August 1, 2007 
 JV6829 *********************************************************************** 

 JV6829  DESIGNATION -  PERRYMAN AZ MK                                 P0041 
 JV6829  PID         -  JV6829 
 JV6829  STATE/COUNTY-  MD/HARFORD 
 JV6829  USGS QUAD   -  PERRYMAN (1984) 
 JV6829 
 JV6829                         *CURRENT SURVEY CONTROL 
 JV6829  ___________________________________________________________________ 
 JV6829* NAD 83(1991)-  39 28 36.87946(N)    076 12 01.15363(W)     ADJUSTED   
 JV6829* NAVD 88     -         9.     (meters)      30.     (feet)  VERTCON    
 JV6829  ___________________________________________________________________ 
 JV6829  LAPLACE CORR-          -2.51  (seconds)                    DEFLEC99 
 JV6829  GEOID HEIGHT-         -33.11  (meters)                     GEOID03 
 JV6829 
 JV6829  HORZ ORDER  -  SECOND 
 JV6829 
 JV6829.The horizontal coordinates were established by classical geodetic 
methods 
 JV6829.and adjusted by the National Geodetic Survey in January 1992. 
 JV6829.No horizontal observational check was made to the station. 
 JV6829 
 JV6829.The NAVD 88 height was computed by applying the VERTCON shift value to 
 JV6829.the NGVD 29 height (displayed under SUPERSEDED SURVEY CONTROL.) 
 JV6829 
 JV6829.The Laplace correction was computed from DEFLEC99 derived deflections. 
 JV6829 
 JV6829.The geoid height was determined by GEOID03. 
 JV6829 
 JV6829;                    North         East     Units Scale Factor Converg. 
 JV6829;SPC MD       -   201,252.803   468,805.376   MT  1.00000482   +0 30 06.9 
 JV6829;SPC MD       -   660,276.90  1,538,072.30   sFT  1.00000482   +0 30 06.9 
 JV6829;UTM  18      - 4,370,389.647   396,762.029   MT  0.99973122   -0 45 47.5 
 JV6829 
 JV6829!             -  Elev Factor  x  Scale Factor =   Combined Factor 
 JV6829!SPC MD       -   1.00000372  x   1.00000482  =   1.00000854 
 JV6829!UTM  18      -   1.00000372  x   0.99973122  =   0.99973494 
 JV6829 
 JV6829                          SUPERSEDED SURVEY CONTROL 
 JV6829 
 JV6829  NAD 83(1986)-  39 28 36.87323(N)    076 12 01.15964(W) AD(       ) 2 
 JV6829  NGVD 29 (06/18/91)   10.     (m)           33.     (f) VERT ANG        
 JV6829 
 JV6829.Superseded values are not recommended for survey control. 
 JV6829.NGS no longer adjusts projects to the NAD 27 or NGVD 29 datums. 
 JV6829.See file dsdata.txt to determine how the superseded data were derived. 
 JV6829 
 JV6829_U.S. NATIONAL GRID SPATIAL ADDRESS: 18SUJ9676270390(NAD 83) 
 JV6829_MARKER: DZ = AZIMUTH MARK DISK 
 JV6829_SETTING: 7 = SET IN TOP OF CONCRETE MONUMENT 
 JV6829_SP_SET: CONCRETE POST 
 JV6829_STAMPING: 4 PERRYMAN 1989 
 JV6829_MARK LOGO: MD-025 
 JV6829_MAGNETIC: M = MARKER EQUIPPED WITH BAR MAGNET 
 JV6829_STABILITY: C = MAY HOLD, BUT OF TYPE COMMONLY SUBJECT TO 
 JV6829+STABILITY: SURFACE MOTION 

http://www.ngs.noaa.gov/cgi-bin/ds_lookup.prl?Item=HOW_SUP_DET


 JV6829_SATELLITE: THE SITE LOCATION WAS REPORTED AS SUITABLE FOR 
 JV6829+SATELLITE: SATELLITE OBSERVATIONS - 1989 
 JV6829 
 JV6829  HISTORY     - Date     Condition        Report By 
 JV6829  HISTORY     - 1989     MONUMENTED       RDA 
 JV6829  HISTORY     - 20011210 GOOD             NGS 
 JV6829 
 JV6829                          STATION DESCRIPTION 
 JV6829 
 JV6829'DESCRIBED BY RINKER DETWILER AND ASSOCIATES 1989 
 JV6829'TO REACH THE AZIMUTH MARK FROM THE STATION PROCEED NORTHEAST ALONG 
 JV6829'PERRYMAN ROAD 0.3 MILE TO A RESIDENCE POSTED NUMBER 1418 ON THE LEFT 
 JV6829'AND THE MARK ON THE LEFT. 
 JV6829'THE MARK IS A STANDARD HARFORD COUNTY AZIMUTH DISK SET IN CONCRETE 
 JV6829'ABOUT 1 INCH BELOW GROUND STAMPED 4 PERRYMAN 1989.  THE MARK IS 7.6 
 JV6829'FEET NORTHEAST FROM A FIRE HYDRANT, 49.3 FEET NORTHWEST FROM G AND E 
 JV6829'POLE NUMBER 267337, 6.2 FEET NORTHWEST FROM THE NORTHWEST EDGE OF 
 JV6829'PAVEMENT OF PERRYMAN ROAD AND 1668.96 FEET FROM THE STATION. 
 JV6829 
 JV6829                          STATION RECOVERY (2001) 
 JV6829 
 JV6829'RECOVERY NOTE BY NATIONAL GEODETIC SURVEY 2001 (DB) 
 JV6829'THIS REPORT WAS SUBMITTED BY THE US POWER SQUADRONS. 
 
 
  RINKER-DETWILER INFORMATION FROM HARFORD COUNTY SURVEY CONTROL BOOK 

NAD 83/86 COORDINATES - NGVD29 ELEVATIONS 
 
LATITUDE   039 28 36.87247                NORTH(sf)      660276.192 
LONGITUDE  076 12 01.15975                EAST(sf)      1538071.830 
GRID AZ.   216 05 47.7                    ELEV.              NONE 
 
 
 
 






