
1        National Geodetic Survey,   Retrieval Date = August 6, 2007 
 JV7325 *********************************************************************** 

 JV7325  DESIGNATION -  WILLOUGHBY 2                    P0030 (Reset) 
 JV7325  PID         -  JV7325 
 JV7325  STATE/COUNTY-  MD/HARFORD 
 JV7325  USGS QUAD   -  EDGEWOOD (1985) 
 JV7325 
 JV7325                         *CURRENT SURVEY CONTROL 
 JV7325  ___________________________________________________________________ 
 JV7325* NAD 83(1991)-  39 26 04.17493(N)    076 14 58.06134(W)     ADJUSTED   
 JV7325* NAVD 88     -         3.8    (meters)      12.     (feet)  GPS OBS    
 JV7325  ___________________________________________________________________ 
 JV7325  X           -   1,172,503.469 (meters)                     COMP 
 JV7325  Y           -  -4,791,431.131 (meters)                     COMP 
 JV7325  Z           -   4,029,670.335 (meters)                     COMP 
 JV7325  LAPLACE CORR-          -2.30  (seconds)                    DEFLEC99 
 JV7325  ELLIP HEIGHT-         -29.305 (meters)          (08/30/02) GPS OBS 
 JV7325  GEOID HEIGHT-         -33.14  (meters)                     GEOID03 
 JV7325 
 JV7325  HORZ ORDER  -  FIRST 
 JV7325  ELLP ORDER  -  FOURTH    CLASS II 
 JV7325 
 JV7325.The horizontal coordinates were established by GPS observations 
 JV7325.and adjusted by the National Geodetic Survey in August 1994. 
 JV7325 
 JV7325.The orthometric height was determined by GPS observations and a 
 JV7325.high-resolution geoid model. 
 JV7325 
 JV7325.The X, Y, and Z were computed from the position and the ellipsoidal ht. 
 JV7325 
 JV7325.The Laplace correction was computed from DEFLEC99 derived deflections. 
 JV7325 
 JV7325.The ellipsoidal height was determined by GPS observations 
 JV7325.and is referenced to NAD 83. 
 JV7325 
 JV7325.The geoid height was determined by GEOID03. 
 JV7325 
 JV7325;                    North         East     Units Scale Factor Converg. 
 JV7325;SPC MD       -   196,507.641   464,616.040   MT  0.99999732   +0 28 15.8 
 JV7325;SPC MD       -   644,708.82  1,524,327.79   sFT  0.99999732   +0 28 15.8 
 JV7325;UTM  18      - 4,365,739.354   392,470.096   MT  0.99974236   -0 47 37.4 
 JV7325 
 JV7325!             -  Elev Factor  x  Scale Factor =   Combined Factor 
 JV7325!SPC MD       -   1.00000460  x   0.99999732  =   1.00000192 
 JV7325!UTM  18      -   1.00000460  x   0.99974236  =   0.99974696 
 JV7325 
 JV7325:                Primary Azimuth Mark                     Grid Az 
 JV7325:SPC MD       -  BELCAMP BATA SHOE WATER TANK             015 41 13.4 
 JV7325:UTM  18      -  BELCAMP BATA SHOE WATER TANK             016 57 06.6 
 JV7325 
 JV7325|---------------------------------------------------------------------| 
 JV7325| PID    Reference Object                     Distance      Geod. Az  | 
 JV7325|                                                           dddmmss.s | 
 JV7325| JV4932 BELCAMP BATA SHOE WATER TANK        APPROX. 3.8 KM 0160929.2 | 
 JV7325|---------------------------------------------------------------------| 
 JV7325 



 JV7325                          SUPERSEDED SURVEY CONTROL 
 JV7325 
 JV7325  ELLIP H (08/17/94)  -29.332  (m)                       GP(       ) 4 1 
 JV7325 
 JV7325.Superseded values are not recommended for survey control. 
 JV7325.NGS no longer adjusts projects to the NAD 27 or NGVD 29 datums. 
 JV7325.See file dsdata.txt to determine how the superseded data were derived. 
 JV7325 
 JV7325_U.S. NATIONAL GRID SPATIAL ADDRESS: 18SUJ9247065739(NAD 83) 
 JV7325_MARKER: DD = SURVEY DISK 
 JV7325_SETTING: 7 = SET IN TOP OF CONCRETE MONUMENT 
 JV7325_SP_SET: CONCRETE POST 
 JV7325_STAMPING: 3 WILLOUGHBY 2 1993 
 JV7325_MARK LOGO: MD-025 
 JV7325_MAGNETIC: M = MARKER EQUIPPED WITH BAR MAGNET 
 JV7325_STABILITY: C = MAY HOLD, BUT OF TYPE COMMONLY SUBJECT TO 
 JV7325+STABILITY: SURFACE MOTION 
 JV7325_SATELLITE: THE SITE LOCATION WAS REPORTED AS SUITABLE FOR 
 JV7325+SATELLITE: SATELLITE OBSERVATIONS - 1993 
 JV7325 
 JV7325  HISTORY     - Date     Condition        Report By 
 JV7325  HISTORY     - 1993     MONUMENTED       GEOMET 
 JV7325 
 JV7325                          STATION DESCRIPTION 
 JV7325 
 JV7325'DESCRIBED BY GEOMETRICS GPS INCORPORATED 1993 
 JV7325'THE STATION IS LOCATED IN SOUTHWEST HARFORD COUNTY, MARYLAND ABOUT 0.9 
 JV7325'MILES NORTHEAST OF THE VILLAGE OF EDGEWOOD AT WILLOUGHBY BEACH PUBLIC 
 JV7325'LANDING. 
 JV7325'TO REACH THE STATION FROM THE INTERSECTION OF U.S. HIGHWAY 40 AND 
 JV7325'STATE HIGHWAY 755/EDGEWOOD ROAD, PROCEED SOUTH ALONG EDGEWOOD ROAD 
 JV7325'1.1 MILES TO ITS INTERSECTION WITH WILLOUGHBY BEACH ROAD.  TURN LEFT 
 JV7325'AND PROCEED EAST ALONG WILLOUGHBY BEACH ROAD 1.45 MILES TO A BEND IN 
 JV7325'THE ROAD AT ITS INTERSECTION WITH FREYS ROAD.  TURN RIGHT AND PROCEED 
 JV7325'SOUTHEAST ALONG WILLOUGHBY BEACH ROAD 1.3 MILES TO ITS INTERSECTION 
 JV7325'WITH KENNARD AVENUE.  TURN RIGHT AND PROCEED SOUTH ALONG KENNARD 
 JV7325'AVENUE 0.1 MILES TO A LOCKED GATE TO THE WILLOUGHBY BEACH PUBLIC 
 JV7325'LANDING.  A KEY MAY BE OBTAINED FROM THE SECOND TO LAST HOUSE BEFORE 
 JV7325'THE LOCKED GATE.  CONTINUE THROUGH THE LOCKED GATE APPROXIMATELY 
 JV7325'1500.0 FEET TO THE STATION IN THE PARKING AREA. 
 JV7325'THE STATION IS A STANDARD HARFORD COUNTY, MD STATION DISK SET IN 
 JV7325'CONCRETE FLUSH WITH THE GROUND STAMPED 3 WILLOUGHBY 2 1993. 
 JV7325'THE STATION IS 78.2 FEET NORTHEAST FROM A FENCE CORNER, 54.6 FEET 
 JV7325'SOUTHEAST FROM A POWER POLE NUMBER 524051, 10.6 FEET SOUTHWEST FROM 
 JV7325'OLD STATION 3 WILLOUGHBY 1989, AND 4.1 FEET NORTH FROM A CHAIN LINK 
 JV7325'FENCE. 
 
 
 GOEMETRICS GPS INC. INFORMATION FROM HARFORD COUNTY SURVEY CONTROL BOOK 

NAD 83/91 COORDINATES – NAVD88 ELEVATIONS 
 
LATITUDE   039 26 04.17493                 NORTH(sf)     644708.82 
LONGITUDE  076 14 58.06134                 EAST(sf)     1524327.79 
GRID AZ.   015 41 13.4                     ELEV. LEVEL OBS. 12.57 ft  

http://www.ngs.noaa.gov/cgi-bin/ds_lookup.prl?Item=HOW_SUP_DET



