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ELEVATORS, MACHINE ROOMS AND ASSOCIATED
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1.

2.

3.

4.

5.

6.

7.

8.

ALL WORK SHALL COMPLY WITH THE LIFE SAFETY CODE (NFPA 101 – 2015), ALL LOCAL AND
STATE FIRE CODES AND IBC 2015 WITH LOCAL AMENDMENTS.

THE CONTRACTOR SHALL COMPLY WITH ANY EXISTING STATE  AND APPLICABLE COUNTY OR
CITY REGULATIONS AND LEGISLATION REGARDING THE CONTROL OF POLLUTION AS IT APPLIES
TO THE WORK.

CODES: ALL MATERIALS, CONSTRUCTION TECHNIQUES, AND PRACTICES IN ALL
ARCHITECTURAL, STRUCTURAL, MECHANICAL, PLUMBING, FIRE PROTECTION, AND ELECTRICAL
WORK SHALL CONFORM TO THE APPLICABLE CODES AND REGULATIONS OF THE STATE AND ITS
LOCAL JURISDICTION AND ALL INDUSTRY STANDARDS.

CLARIFICATION: IF THE CONTRACT DRAWINGS ARE FOUND TO BE UNCLEAR, AMBIGUOUS, OR
CONTRADICTORY, THE CONTRACTOR MUST REQUEST CLARIFICATION FROM THE ARCHITECT
BEFORE  PROCEEDING WITH THAT PART OF THE PROJECT WORK..

THE CONTRACTOR SHALL BE SOLELY RESPONSIBLE FOR ALL SAFETY PRECAUTIONS AND
STANDARDS TO INSURE THE SAFETY OF ALL PERSONS ON THE SITE.

THE TERM "PROVIDE" SHALL MEAN FURNISH AND INSTALL.

THE CONTRACTOR IS TO VERIFY ALL DIMENSIONS AND EXISTING CONDITIONS AND REPORT ANY
DISCREPANCIES IMMEDIATELY TO THE ARCHITECT.

ALL WOOD MATERIALS, INCLUDING BUT NOT LIMITED TO BLOCKING, PLYWOOD AND SHEATHING
SHALL BE FIRE RETARDANT TREATED.
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EXISTING SUB LEVEL B
20 W. COURTLAND ST.

SCALE:  1/8" = 1'-0"1

ELEVATOR LOBBY
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0'-0"
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(COURTHOUSE)

ELEV. 101
ELEV. 102

MACHINE ROOM
EXISTING

EXISTING SUB LEVEL A
20 W. COURTLAND ST.

SCALE:  1/8" = 1'-0"2

ELEVATOR LOBBY
EXISTING

14'-0"
FIN. FLOOR

A1.02

2

3

17

(COURTHOUSE)

CHAIR
LIFT

ELEV. 101ELEV. 102

EXISTING FIRST FLOOR
20 W. COURTLAND ST.

SCALE:  1/8" = 1'-0"3
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28'-0"
FIN. FLOOR

A1.02

3

3

TYPE A
10
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(COURTHOUSE)

ELEV. 101ELEV. 102

EXISTING SECOND FLOOR
20 W. COURTLAND ST.

SCALE:  1/8" = 1'-0"4

ELEVATOR LOBBY
EXISTING

A1.02
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UP
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OPEN

OPEN

EXISTING THIRD FLOOR
20 W. COURTLAND ST.

SCALE:  1/8" = 1'-0"5

ELEVATOR LOBBY
EXISTING

58'-0"
FIN. FLOOR

A1.02
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17

(COURTHOUSE)

UP

ADJACENT
DISTRICT COURT
BUILDING -
BELOW

ELEV. 101ELEV. 102

PENTHOUSE PLAN
20 W. COURTLAND ST.

SCALE:  1/8" = 1'-0"6

6'-8 1/2"
B.O. CEILING

4'-6" +/-
B.O. CEILING8'-8 1/2" +/-

B.O. CEILING
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KEYNOTES
FOR SHEETS A1.01 - A2.02 ONLY
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10

11

12

13

14

15

16

17

CONSTRUCTION NOTES

18

ELEVATOR EQUIPMENT - TO BE REPLACED.

EXISTING WIRE FENCE AND GATE TO BE REMOVED.

EXISTING HOISTWAY - TO REMAIN.

EXISTING BEAM - TO REMAIN.

EXISTING PIT SUMP PUMP LOCATION.

REPLACE PIT LADDER - INSTALL AS CLOSE AS POSSIBLE TO
EXISTING ADJACENT ACCESS DOOR & MAINTAIN min. 48" A.F.F. -
SEE DETAIL 5/A4.01.

PIT LIGHT FIXTURE - SEE ELECTRICAL DRAWINGS FOR ADDITIONAL
INFORMATION.

SECURITY DESK - TO REMAIN.

TO EXIT.

ELEVATOR CAB - TO REMAIN, FINISHES TO BE REPLACED - SEE
SHEET A4.01 FOR TYPICAL INTERIOR INFORMATION.

VENTILATION - TO REMAIN.

WRAP NON-ELEVATOR PIPING AND CONDUIT - 2 HOUR RATED
ENCLOSURE - SEE DETAIL 6/A4.01.

REMOVE EXISTING LADDER AND PROVIDE PRE-ENGINEERED &
PRE-FABRICATED SHIPS LADDER - MODEL # SL2490-A (95”
FLOOR TO FLOOR) WITH GRAY ENAMEL RAILS AND STRINGER AND
BLACK BAR GRATING TREADS BY FS INDUSTRIES OR EQUAL. UNIT
SHALL CONFORM TO 24” W. 6” D. TREADS WITH CONTINUOUS
RAILING AT 30” ABOVE TREAD NOSING & FLOOR SURFACE ABOVE.
(FS Industries, PO Box 72659 Providence, RI 02907, Toll free:
(800) 421-0314)

FLOOR INDICATOR SIGNAGE MOUNTED TO EXISTING ELEVATOR
JAMB (T.O. SIGN AT 54" A.F.F.).

REPLACE HALL LANTERN.

REPLACE HALL CALL BUTTON.

EXISTING STAIR - TO REMAIN.

ELEVATOR DOORS TO RECIEVE STAINLESS STEEL BRUSHED SATIN
FINISH.

1.

2.

3.

4.

5.

 INDICATES EXISTING TO REMAIN, u.n.o.

VERIFY ALL DIMENSION IN FIELD.

SEE DIVISION 14 SPECIFICATIONS FOR ELEVATOR SPECIFIC
UPGRADE  / CAB INTERIOR INFORMATION.

ELEVATOR CAR MAY VARY DUE TO MANUFACTURER
SPECIFICATIONS/ REQUIEMENTS.  CONTRACTOR SHALL MEASURE
EACH CAB INTERIOR AND OTHER ITEMS REQUIRED FOR ACURATE
BID FOR EACH ELEVATOR CAB/ HOISTWAY SYSTEM.  THE OWNER
SHALL NOT BE RESPONSIBLE FOR CHANGES TO THE CONTRACT
SUM BASED ON CONTRACTORS NEED FOR MORE OR LESS
MATERIALS FOR COMPLETE JOB.

TYPE A CAB FINISH ARE SPECIFIC FOR ELEVATORS AT THE
COURTHOUSE (20 W. COURTLAND ST.).  TYPE B CAB FINISH ARE
SPECIFIC FOR ELEVATORS AT THE ADMIN BUILDING  (220 S. MAIN
ST.) AND THE SHERIFF'S OFFICE  (45 S. MAIN ST.). SEE SHEET
A4.014 FOR MORE INFORMATION.

CONSTRUCTION NOTES - CIRCUIT COURTHOUSE
THIS SHEET ONLY

1. Hoist Machines:
The existing General Elevator machines shall be rebuilt.  This will
include replacement of the drive sheaves, cables, brakes, bearings,
and seals.

2. Secondary Brakes:
Install a rope gripper for the hoist machines to prevent
unintended car movement and overspeed in the up direction.

3. Elevator Controllers:
Install new non-proprietary microprocessor controls to replace
the aging controllers.

4. Motor Generator Sets:
Remove the motor generator sets and replace with Variable
Voltage Variable Frequency solid state drivers.

5. Governors:
Replace the Governor, life-safety devices.

6. Wiring:
Install new wiring, including the traveling cables,  to facilitate the
installation of the new Ixtures and provide spare wires for the
future use of other devices.

7. Door Operating Equipment:
Replace the door operators with closed loop door operators.  The
hoistway door panel shall be replaced and the existing door bucks
will be wrapped in the Inish of the hoistway doors.

8. Signal and Operating Fixtures:
Replace all signal and operating Ixtures, including hall and car
stations with long lasting LEDs.

9. Car Enclosure:
Upgrade the cab interior Inishes and the car lighting to LEDs.
New roller guides shall be installed also.

10. Communication System:
Install push to call phones with car operating panel and rollover
capability to call out.

11. Counterweights:
The frame and counterweights are existing to remain.  Roller
guides shall be replaced as required.

12. Slings and Platforms:
The existing slings and platforms of both elevators are to remain.

13. Car Safeties:
The car safeties on both elevators shall remain.

14. Oil buTers:
Replace the car and counterweight oil buTers.

ELEVATOR SPECIFIC

GENERAL DEMOLITION NOTES

1. THE CONTRACTOR SHALL NOT CONSIDER DEMOLITION NOTES
ALL INCLUSIVE.  IT IS THE CONTRACTOR'S RESPONSIBLITY TO
INSPECT AND ASSESS EACH AREA AND TO FULFILL THE INTENT
OF THE WORK INDICATED BY THE CONTRACT DOCUMENTS.  THE
CONTRATOR SHALL VERIFY ALL CONDITIONS AND DIMENSIONS
WITHIN THE CONTRACT LIMITS.  ALL DEVIATIONS FROM THE
CONTRACT DOCUMENTS NECESSITATED BY FIELD CONDITIONS
SHALL BE BROUGHT TO THE ATTENTION OF THE ARCHITECT.

2. THE GENERAL CONTRACTOR IS RESPONSIBLE FOR THE
STRUCTURAL STABILITY OF THE EXISTING STRUCTURE IN
AREAS INVOLVING NEW WORK AND FOR PROTECTING THE
EXISTING STRUCTURE FROM DAMAGE DURING THE COURSE OF
THE WORK.  THIS SHALL INCLUDE SUPPLYING AND INSTALLING
SHORING, NEEDLES, BULKHEADS AND ANY OTHER ITEMS
NECESSARY FOR THE PROTECTION AND STABILITY OF THE
BUILDING.  NO WORK THAT WILL JEOPARDIZE THE STRUCTURAL
INTEGRITY OF THE BUILDING SHALL BE DONE WITHOUT
CONSULTING THE STRUCTURAL ENGINEER OR ARCHITECT.

3. ALL DEMOLITION AND EXPOSURE OF INTERIOR SURFACES
SHALL BE IMMEDIATELY FOLLOWED BY PROTECTIVE
CONSTRUCTION.   CONTRACTORS SHALL PROVIDE AND INSTALL
TEMPORARY PROTECTION IN ALL OPENINGS WHERE EXTERIOR
DOORS OR ROOFTOP/ MECHANICAL EQUIPMENT HAVE BEEN
REMOVED/ REPLACED/ ADDED.

4. THE CONTRACTOR SHALL TAKE ALL POSSIBLE PRECAUTIONS
AGAINST DAMAGING ANY EXISTING CONSTRUCTION TO
REMAIN.  ANY DAMAGE CAUSED BY THE CONTRACTOR'S
OPERATIONS SHALL BE REPAIRED AT THEIR EXPENSE TO THE
COMPLETE SATISFACTION OF THE OWNER OF THE PROPERTY
SO DAMAGED.

5. THE CONTRATOR SHALL EXAMINE THE DRAWINGS AND ALL
SECTIONS OF THE SPECIFICATIONS AND FAMILIARIZE
THEMSELVES WITH THEIR PROVISIONS REGARDING THE
REMOVAL OF EXISTING ITEMS AND WORK.  THEY SHALL
UNDERSTAND THAT ALL ITEMS AND WORK NOT SPECIFICALLY
MENTIONED TO BE REMOVED BY THE REQUIREMENT OF OTHER
SECTIONS OF SPECIFICATIONS SHALL BE REMOVED AS PART
OF THE WORK UNDER THIS SECTION.

6. THE CONTRACTOR SHALL REVIEW DEMOLITION DRAWINGS AND
COORDINATE WITH ALL OTHER AVAILABLE DRAWINGS.
INCLUDE ALL COSTS NECESSARY TO COMPLETE WORK AND
REVIEW WITH ARCHITECT PRIOR TO PROCEEDING WITH WORK IF
ANY CONFLICTING INFORMATION IS PROVIDED.

7. ALL MATERIALS REMOVED BY THE DEMOLITION CONTRACTOR
SHALL BE REMOVED FROM THE SITE AND RECYCLED
WHENEVER POSSIBLE OR DISPOSED OF IN A LAWFUL MANNER
IN COMPLIANCE WITH APPLICABLE CODES AND REGULATIONS.

8. CONTRACTOR SHALL VERIFY THEIR WORK WITH RESPECT TO
THE WORK OF THEIR TRADES.

10. SEE MECHANICAL, ELECTRICAL, AND PLUMBING DRAWINGS
FOR ADDITIONAL WORK REQUIRED FOR SERVICES NOT SHOWN
ON THIS SHEET.

11.           SHORT DASHED LINES INDICATE ITEMS TO BE
REMOVED.

Circuit
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LOCATION

ELEVATOR LOBBY ELEVATION
EXISTING SUB LEVEL B

SCALE:  1/4" = 1'-0"1

C L

ELEVATOR LOBBY ELEVATION
EXISTING SUB LEVEL A

SCALE:  1/4" = 1'-0"2

C L

ELEVATOR LOBBY ELEVATION
EXISTING FIRST FLOOR

SCALE:  1/4" = 1'-0"3

C L

ELEVATOR LOBBY ELEVATION
EXISTING SECOND FLOOR

SCALE:  1/4" = 1'-0"4

C L

ELEVATOR LOBBY ELEVATION
EXISTING THIRD FLOOR

SCALE:  1/4" = 1'-0"5

C L
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16

15

16

15

16
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10'-0" 14 14
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14 14
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14 14
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14 14
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14 14
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CONSTRUCTION NOTES

18

ELEVATOR EQUIPMENT - TO BE REPLACED.

EXISTING WIRE FENCE AND GATE TO BE REMOVED.

EXISTING HOISTWAY - TO REMAIN.

EXISTING BEAM - TO REMAIN.

EXISTING PIT SUMP PUMP LOCATION.

REPLACE PIT LADDER - INSTALL AS CLOSE AS POSSIBLE TO
EXISTING ADJACENT ACCESS DOOR & MAINTAIN min. 48" A.F.F. -
SEE DETAIL 5/A4.01.

PIT LIGHT FIXTURE - SEE ELECTRICAL DRAWINGS FOR ADDITIONAL
INFORMATION.

SECURITY DESK - TO REMAIN.

TO EXIT.

ELEVATOR CAB - TO REMAIN, FINISHES TO BE REPLACED - SEE
SHEET A4.01 FOR TYPICAL INTERIOR INFORMATION.

VENTILATION - TO REMAIN.

WRAP NON-ELEVATOR PIPING AND CONDUIT - 2 HOUR RATED
ENCLOSURE - SEE DETAIL 6/A4.01.

REMOVE EXISTING LADDER AND PROVIDE PRE-ENGINEERED &
PRE-FABRICATED SHIPS LADDER - MODEL # SL2490-A (95”
FLOOR TO FLOOR) WITH GRAY ENAMEL RAILS AND STRINGER AND
BLACK BAR GRATING TREADS BY FS INDUSTRIES OR EQUAL. UNIT
SHALL CONFORM TO 24” W. 6” D. TREADS WITH CONTINUOUS
RAILING AT 30” ABOVE TREAD NOSING & FLOOR SURFACE ABOVE.
(FS Industries, PO Box 72659 Providence, RI 02907, Toll free:
(800) 421-0314)

FLOOR INDICATOR SIGNAGE MOUNTED TO EXISTING ELEVATOR
JAMB (T.O. SIGN AT 54" A.F.F.).

REPLACE HALL LANTERN.

REPLACE HALL CALL BUTTON.

EXISTING STAIR - TO REMAIN.

ELEVATOR DOORS TO RECIEVE STAINLESS STEEL BRUSHED SATIN
FINISH.

1.

2.

3.

4.

5.

 INDICATES EXISTING TO REMAIN, u.n.o.

VERIFY ALL DIMENSION IN FIELD.

SEE DIVISION 14 SPECIFICATIONS FOR ELEVATOR SPECIFIC
UPGRADE  / CAB INTERIOR INFORMATION.

ELEVATOR CAR MAY VARY DUE TO MANUFACTURER
SPECIFICATIONS/ REQUIEMENTS.  CONTRACTOR SHALL MEASURE
EACH CAB INTERIOR AND OTHER ITEMS REQUIRED FOR ACURATE
BID FOR EACH ELEVATOR CAB/ HOISTWAY SYSTEM.  THE OWNER
SHALL NOT BE RESPONSIBLE FOR CHANGES TO THE CONTRACT
SUM BASED ON CONTRACTORS NEED FOR MORE OR LESS
MATERIALS FOR COMPLETE JOB.

TYPE A CAB FINISH ARE SPECIFIC FOR ELEVATORS AT THE
COURTHOUSE (20 W. COURTLAND ST.).  TYPE B CAB FINISH ARE
SPECIFIC FOR ELEVATORS AT THE ADMIN BUILDING  (220 S. MAIN
ST.) AND THE SHERIFF'S OFFICE  (45 S. MAIN ST.). SEE SHEET
A4.014 FOR MORE INFORMATION.

CONSTRUCTION NOTES - CIRCUIT COURTHOUSE
THIS SHEET ONLY

1. Hoist Machines:
The existing General Elevator machines shall be rebuilt.  This will
include replacement of the drive sheaves, cables, brakes, bearings,
and seals.

2. Secondary Brakes:
Install a rope gripper for the hoist machines to prevent
unintended car movement and overspeed in the up direction.

3. Elevator Controllers:
Install new non-proprietary microprocessor controls to replace
the aging controllers.

4. Motor Generator Sets:
Remove the motor generator sets and replace with Variable
Voltage Variable Frequency solid state drivers.

5. Governors:
Replace the Governor, life-safety devices.

6. Wiring:
Install new wiring, including the traveling cables,  to facilitate the
installation of the new Ixtures and provide spare wires for the
future use of other devices.

7. Door Operating Equipment:
Replace the door operators with closed loop door operators.  The
hoistway door panel shall be replaced and the existing door bucks
will be wrapped in the Inish of the hoistway doors.

8. Signal and Operating Fixtures:
Replace all signal and operating Ixtures, including hall and car
stations with long lasting LEDs.

9. Car Enclosure:
Upgrade the cab interior Inishes and the car lighting to LEDs.
New roller guides shall be installed also.

10. Communication System:
Install push to call phones with car operating panel and rollover
capability to call out.

11. Counterweights:
The frame and counterweights are existing to remain.  Roller
guides shall be replaced as required.

12. Slings and Platforms:
The existing slings and platforms of both elevators are to remain.

13. Car Safeties:
The car safeties on both elevators shall remain.

14. Oil buTers:
Replace the car and counterweight oil buTers.

ELEVATOR SPECIFIC

GENERAL DEMOLITION NOTES

1. THE CONTRACTOR SHALL NOT CONSIDER DEMOLITION NOTES
ALL INCLUSIVE.  IT IS THE CONTRACTOR'S RESPONSIBLITY TO
INSPECT AND ASSESS EACH AREA AND TO FULFILL THE INTENT
OF THE WORK INDICATED BY THE CONTRACT DOCUMENTS.  THE
CONTRATOR SHALL VERIFY ALL CONDITIONS AND DIMENSIONS
WITHIN THE CONTRACT LIMITS.  ALL DEVIATIONS FROM THE
CONTRACT DOCUMENTS NECESSITATED BY FIELD CONDITIONS
SHALL BE BROUGHT TO THE ATTENTION OF THE ARCHITECT.

2. THE GENERAL CONTRACTOR IS RESPONSIBLE FOR THE
STRUCTURAL STABILITY OF THE EXISTING STRUCTURE IN
AREAS INVOLVING NEW WORK AND FOR PROTECTING THE
EXISTING STRUCTURE FROM DAMAGE DURING THE COURSE OF
THE WORK.  THIS SHALL INCLUDE SUPPLYING AND INSTALLING
SHORING, NEEDLES, BULKHEADS AND ANY OTHER ITEMS
NECESSARY FOR THE PROTECTION AND STABILITY OF THE
BUILDING.  NO WORK THAT WILL JEOPARDIZE THE STRUCTURAL
INTEGRITY OF THE BUILDING SHALL BE DONE WITHOUT
CONSULTING THE STRUCTURAL ENGINEER OR ARCHITECT.

3. ALL DEMOLITION AND EXPOSURE OF INTERIOR SURFACES
SHALL BE IMMEDIATELY FOLLOWED BY PROTECTIVE
CONSTRUCTION.   CONTRACTORS SHALL PROVIDE AND INSTALL
TEMPORARY PROTECTION IN ALL OPENINGS WHERE EXTERIOR
DOORS OR ROOFTOP/ MECHANICAL EQUIPMENT HAVE BEEN
REMOVED/ REPLACED/ ADDED.

4. THE CONTRACTOR SHALL TAKE ALL POSSIBLE PRECAUTIONS
AGAINST DAMAGING ANY EXISTING CONSTRUCTION TO
REMAIN.  ANY DAMAGE CAUSED BY THE CONTRACTOR'S
OPERATIONS SHALL BE REPAIRED AT THEIR EXPENSE TO THE
COMPLETE SATISFACTION OF THE OWNER OF THE PROPERTY
SO DAMAGED.

5. THE CONTRATOR SHALL EXAMINE THE DRAWINGS AND ALL
SECTIONS OF THE SPECIFICATIONS AND FAMILIARIZE
THEMSELVES WITH THEIR PROVISIONS REGARDING THE
REMOVAL OF EXISTING ITEMS AND WORK.  THEY SHALL
UNDERSTAND THAT ALL ITEMS AND WORK NOT SPECIFICALLY
MENTIONED TO BE REMOVED BY THE REQUIREMENT OF OTHER
SECTIONS OF SPECIFICATIONS SHALL BE REMOVED AS PART
OF THE WORK UNDER THIS SECTION.

6. THE CONTRACTOR SHALL REVIEW DEMOLITION DRAWINGS AND
COORDINATE WITH ALL OTHER AVAILABLE DRAWINGS.
INCLUDE ALL COSTS NECESSARY TO COMPLETE WORK AND
REVIEW WITH ARCHITECT PRIOR TO PROCEEDING WITH WORK IF
ANY CONFLICTING INFORMATION IS PROVIDED.

7. ALL MATERIALS REMOVED BY THE DEMOLITION CONTRACTOR
SHALL BE REMOVED FROM THE SITE AND RECYCLED
WHENEVER POSSIBLE OR DISPOSED OF IN A LAWFUL MANNER
IN COMPLIANCE WITH APPLICABLE CODES AND REGULATIONS.

8. CONTRACTOR SHALL VERIFY THEIR WORK WITH RESPECT TO
THE WORK OF THEIR TRADES.

10. SEE MECHANICAL, ELECTRICAL, AND PLUMBING DRAWINGS
FOR ADDITIONAL WORK REQUIRED FOR SERVICES NOT SHOWN
ON THIS SHEET.

11.           SHORT DASHED LINES INDICATE ITEMS TO BE
REMOVED.
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EXISTING BASEMENT FLOOR
45 SOUTH MAIN ST.

SCALE:  1/8" = 1'-0"1
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A2.02
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EXISTING FIRST FLOOR
45 SOUTH MAIN ST.

SCALE:  1/8" = 1'-0"2

ELEVATOR LOBBY
EXISTING

A2.02

2

3

8

9

TYPE B
10

17

178'-5"
32'-7"1'-9"

9'-41/2" 3'-4" 2'-10"6'-41/2"
DOWN

D
O
W
N

U
P

UP

ELEV 101

EXISTING SECOND FLOOR
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EXISTING THIRD FLOOR
45 SOUTH MAIN ST.

SCALE:  1/8" = 1'-0"4
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EXISTING MEZZANINE FLOOR
45 SOUTH MAIN ST.

SCALE:  1/8" = 1'-0"5
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CONSTRUCTION NOTES

18

ELEVATOR EQUIPMENT - TO BE REPLACED.

EXISTING WIRE FENCE AND GATE TO BE REMOVED.

EXISTING HOISTWAY - TO REMAIN.

EXISTING BEAM - TO REMAIN.

EXISTING PIT SUMP PUMP LOCATION.

REPLACE PIT LADDER - INSTALL AS CLOSE AS POSSIBLE TO
EXISTING ADJACENT ACCESS DOOR & MAINTAIN min. 48" A.F.F. -
SEE DETAIL 5/A4.01.

PIT LIGHT FIXTURE - SEE ELECTRICAL DRAWINGS FOR ADDITIONAL
INFORMATION.

SECURITY DESK - TO REMAIN.

TO EXIT.

ELEVATOR CAB - TO REMAIN, FINISHES TO BE REPLACED - SEE
SHEET A4.01 FOR TYPICAL INTERIOR INFORMATION.

VENTILATION - TO REMAIN.

WRAP NON-ELEVATOR PIPING AND CONDUIT - 2 HOUR RATED
ENCLOSURE - SEE DETAIL 6/A4.01.

REMOVE EXISTING LADDER AND PROVIDE PRE-ENGINEERED &
PRE-FABRICATED SHIPS LADDER - MODEL # SL2490-A (95”
FLOOR TO FLOOR) WITH GRAY ENAMEL RAILS AND STRINGER AND
BLACK BAR GRATING TREADS BY FS INDUSTRIES OR EQUAL. UNIT
SHALL CONFORM TO 24” W. 6” D. TREADS WITH CONTINUOUS
RAILING AT 30” ABOVE TREAD NOSING & FLOOR SURFACE ABOVE.
(FS Industries, PO Box 72659 Providence, RI 02907, Toll free:
(800) 421-0314)

FLOOR INDICATOR SIGNAGE MOUNTED TO EXISTING ELEVATOR
JAMB (T.O. SIGN AT 54" A.F.F.).

REPLACE HALL LANTERN.

REPLACE HALL CALL BUTTON.

EXISTING STAIR - TO REMAIN.

ELEVATOR DOORS TO RECIEVE STAINLESS STEEL BRUSHED SATIN
FINISH.

1.

2.

3.

4.

5.

 INDICATES EXISTING TO REMAIN, u.n.o.

VERIFY ALL DIMENSION IN FIELD.

SEE DIVISION 14 SPECIFICATIONS FOR ELEVATOR SPECIFIC
UPGRADE  / CAB INTERIOR INFORMATION.

ELEVATOR CAR MAY VARY DUE TO MANUFACTURER
SPECIFICATIONS/ REQUIEMENTS.  CONTRACTOR SHALL MEASURE
EACH CAB INTERIOR AND OTHER ITEMS REQUIRED FOR ACURATE
BID FOR EACH ELEVATOR CAB/ HOISTWAY SYSTEM.  THE OWNER
SHALL NOT BE RESPONSIBLE FOR CHANGES TO THE CONTRACT
SUM BASED ON CONTRACTORS NEED FOR MORE OR LESS
MATERIALS FOR COMPLETE JOB.

TYPE A CAB FINISH ARE SPECIFIC FOR ELEVATORS AT THE
COURTHOUSE (20 W. COURTLAND ST.).  TYPE B CAB FINISH ARE
SPECIFIC FOR ELEVATORS AT THE ADMIN BUILDING  (220 S. MAIN
ST.) AND THE SHERIFF'S OFFICE  (45 S. MAIN ST.). SEE SHEET
A4.014 FOR MORE INFORMATION.

CONSTRUCTION NOTES - SHERIFF'S OFFICE
THIS SHEET ONLY

1. Hoist Machines:
The existing General Elevator machines shall be rebuilt.  This will
include replacement of the drive sheaves, cables, brakes, bearings,
and seals.

2. Secondary Brakes:
Install a rope gripper for the hoist machines to prevent
unintended car movement and overspeed in the up direction.

3. Elevator Controllers:
Install new non-proprietary microprocessor controls to replace
the aging controllers.

4. Motor Generator Sets:
 There are no motor generator sets on this elevator as the motor

is an AC motor.   Install Variable Voltage Variable Frequency solid
state drives and include regenerative drives.  Allow for feed back
power to the grid during overhauling load conditions when the car
travels in the up direction lightly loaded and counterweight heavy.

5. Governors:
Replace the Governor, life-safety devices.

6. Wiring:
Install new wiring, including the traveling cables,  to facilitate the
installation of the new Ixtures and provide spare wires for the
future use of other devices.

7. Door Operating Equipment:
Replace the door operators with closed loop door operators.  The
hoistway door panel shall be replaced and the existing door bucks
will be wrapped in the Inish of the hoistway doors.

8. Signal and Operating Fixtures:
Replace all signal and operating Ixtures, including hall and car
stations with long lasting LEDs.

9. Car Enclosure:
Upgrade the cab interior Inishes and the car lighting to LEDs.
New roller guides shall be installed also.

10. Communication System:
Install push to call phones with car operating panel and rollover
capability to call out.

11. Counterweights:
The frame and counterweights are existing to remain.  Roller
guides shall be replaced as required.

12. Slings and Platforms:
The existing slings and platforms of both elevators are to remain.

13. Car Safeties:
The car safeties on both elevators shall remain.

14. Oil buTers:
Replace the car and counterweight oil buTers.

ELEVATOR SPECIFIC

GENERAL DEMOLITION NOTES

1. THE CONTRACTOR SHALL NOT CONSIDER DEMOLITION NOTES
ALL INCLUSIVE.  IT IS THE CONTRACTOR'S RESPONSIBLITY TO
INSPECT AND ASSESS EACH AREA AND TO FULFILL THE INTENT
OF THE WORK INDICATED BY THE CONTRACT DOCUMENTS.  THE
CONTRATOR SHALL VERIFY ALL CONDITIONS AND DIMENSIONS
WITHIN THE CONTRACT LIMITS.  ALL DEVIATIONS FROM THE
CONTRACT DOCUMENTS NECESSITATED BY FIELD CONDITIONS
SHALL BE BROUGHT TO THE ATTENTION OF THE ARCHITECT.

2. THE GENERAL CONTRACTOR IS RESPONSIBLE FOR THE
STRUCTURAL STABILITY OF THE EXISTING STRUCTURE IN
AREAS INVOLVING NEW WORK AND FOR PROTECTING THE
EXISTING STRUCTURE FROM DAMAGE DURING THE COURSE OF
THE WORK.  THIS SHALL INCLUDE SUPPLYING AND INSTALLING
SHORING, NEEDLES, BULKHEADS AND ANY OTHER ITEMS
NECESSARY FOR THE PROTECTION AND STABILITY OF THE
BUILDING.  NO WORK THAT WILL JEOPARDIZE THE STRUCTURAL
INTEGRITY OF THE BUILDING SHALL BE DONE WITHOUT
CONSULTING THE STRUCTURAL ENGINEER OR ARCHITECT.

3. ALL DEMOLITION AND EXPOSURE OF INTERIOR SURFACES
SHALL BE IMMEDIATELY FOLLOWED BY PROTECTIVE
CONSTRUCTION.   CONTRACTORS SHALL PROVIDE AND INSTALL
TEMPORARY PROTECTION IN ALL OPENINGS WHERE EXTERIOR
DOORS OR ROOFTOP/ MECHANICAL EQUIPMENT HAVE BEEN
REMOVED/ REPLACED/ ADDED.

4. THE CONTRACTOR SHALL TAKE ALL POSSIBLE PRECAUTIONS
AGAINST DAMAGING ANY EXISTING CONSTRUCTION TO
REMAIN.  ANY DAMAGE CAUSED BY THE CONTRACTOR'S
OPERATIONS SHALL BE REPAIRED AT THEIR EXPENSE TO THE
COMPLETE SATISFACTION OF THE OWNER OF THE PROPERTY
SO DAMAGED.

5. THE CONTRATOR SHALL EXAMINE THE DRAWINGS AND ALL
SECTIONS OF THE SPECIFICATIONS AND FAMILIARIZE
THEMSELVES WITH THEIR PROVISIONS REGARDING THE
REMOVAL OF EXISTING ITEMS AND WORK.  THEY SHALL
UNDERSTAND THAT ALL ITEMS AND WORK NOT SPECIFICALLY
MENTIONED TO BE REMOVED BY THE REQUIREMENT OF OTHER
SECTIONS OF SPECIFICATIONS SHALL BE REMOVED AS PART
OF THE WORK UNDER THIS SECTION.

6. THE CONTRACTOR SHALL REVIEW DEMOLITION DRAWINGS AND
COORDINATE WITH ALL OTHER AVAILABLE DRAWINGS.
INCLUDE ALL COSTS NECESSARY TO COMPLETE WORK AND
REVIEW WITH ARCHITECT PRIOR TO PROCEEDING WITH WORK IF
ANY CONFLICTING INFORMATION IS PROVIDED.

7. ALL MATERIALS REMOVED BY THE DEMOLITION CONTRACTOR
SHALL BE REMOVED FROM THE SITE AND RECYCLED
WHENEVER POSSIBLE OR DISPOSED OF IN A LAWFUL MANNER
IN COMPLIANCE WITH APPLICABLE CODES AND REGULATIONS.

8. CONTRACTOR SHALL VERIFY THEIR WORK WITH RESPECT TO
THE WORK OF THEIR TRADES.

10. SEE MECHANICAL, ELECTRICAL, AND PLUMBING DRAWINGS
FOR ADDITIONAL WORK REQUIRED FOR SERVICES NOT SHOWN
ON THIS SHEET.

11.           SHORT DASHED LINES INDICATE ITEMS TO BE
REMOVED.

Sheriff's

Office
(45 South Main Street)
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LOCATION

ELEVATOR LOBBY ELEVATION
THIRD FLOOR

SCALE:  1/4" = 1'-0"4
C L

ELEVATOR ELEVATION
BASEMENT

SCALE:  1/4" = 1'-0"1

C L

ELEVATOR LOBBY ELEVATION
FIRST FLOOR

SCALE:  1/4" = 1'-0"2

C L

ELEVATOR LOBBY ELEVATION
SECOND SECOND

SCALE:  1/4" = 1'-0"3

C L

15

16

15

16

15

16

15

16

3'-0" 3'-0"
7'-0" 3'-111/2"

7'-0" 3'-111/2"
3'-0" 3'-0" 3'-0" 3'-0"

7'-0" 3'-8"

4'-0"7'-0"
3'-0" 3'-0"

14 14

14 14

18 18

18 18

KEYNOTES
FOR SHEETS A1.01 - A2.02 ONLY

1

2

3

4

5

6

7

8

9

10

11

12

13

14

15

16

17

CONSTRUCTION NOTES

18

ELEVATOR EQUIPMENT - TO BE REPLACED.

EXISTING WIRE FENCE AND GATE TO BE REMOVED.

EXISTING HOISTWAY - TO REMAIN.

EXISTING BEAM - TO REMAIN.

EXISTING PIT SUMP PUMP LOCATION.

REPLACE PIT LADDER - INSTALL AS CLOSE AS POSSIBLE TO
EXISTING ADJACENT ACCESS DOOR & MAINTAIN min. 48" A.F.F. -
SEE DETAIL 5/A4.01.

PIT LIGHT FIXTURE - SEE ELECTRICAL DRAWINGS FOR ADDITIONAL
INFORMATION.

SECURITY DESK - TO REMAIN.

TO EXIT.

ELEVATOR CAB - TO REMAIN, FINISHES TO BE REPLACED - SEE
SHEET A4.01 FOR TYPICAL INTERIOR INFORMATION.

VENTILATION - TO REMAIN.

WRAP NON-ELEVATOR PIPING AND CONDUIT - 2 HOUR RATED
ENCLOSURE - SEE DETAIL 6/A4.01.

REMOVE EXISTING LADDER AND PROVIDE PRE-ENGINEERED &
PRE-FABRICATED SHIPS LADDER - MODEL # SL2490-A (95”
FLOOR TO FLOOR) WITH GRAY ENAMEL RAILS AND STRINGER AND
BLACK BAR GRATING TREADS BY FS INDUSTRIES OR EQUAL. UNIT
SHALL CONFORM TO 24” W. 6” D. TREADS WITH CONTINUOUS
RAILING AT 30” ABOVE TREAD NOSING & FLOOR SURFACE ABOVE.
(FS Industries, PO Box 72659 Providence, RI 02907, Toll free:
(800) 421-0314)

FLOOR INDICATOR SIGNAGE MOUNTED TO EXISTING ELEVATOR
JAMB (T.O. SIGN AT 54" A.F.F.).

REPLACE HALL LANTERN.

REPLACE HALL CALL BUTTON.

EXISTING STAIR - TO REMAIN.

ELEVATOR DOORS TO RECIEVE STAINLESS STEEL BRUSHED SATIN
FINISH.

1.

2.

3.

4.

5.

 INDICATES EXISTING TO REMAIN, u.n.o.

VERIFY ALL DIMENSION IN FIELD.

SEE DIVISION 14 SPECIFICATIONS FOR ELEVATOR SPECIFIC
UPGRADE  / CAB INTERIOR INFORMATION.

ELEVATOR CAR MAY VARY DUE TO MANUFACTURER
SPECIFICATIONS/ REQUIEMENTS.  CONTRACTOR SHALL MEASURE
EACH CAB INTERIOR AND OTHER ITEMS REQUIRED FOR ACURATE
BID FOR EACH ELEVATOR CAB/ HOISTWAY SYSTEM.  THE OWNER
SHALL NOT BE RESPONSIBLE FOR CHANGES TO THE CONTRACT
SUM BASED ON CONTRACTORS NEED FOR MORE OR LESS
MATERIALS FOR COMPLETE JOB.

TYPE A CAB FINISH ARE SPECIFIC FOR ELEVATORS AT THE
COURTHOUSE (20 W. COURTLAND ST.).  TYPE B CAB FINISH ARE
SPECIFIC FOR ELEVATORS AT THE ADMIN BUILDING  (220 S. MAIN
ST.) AND THE SHERIFF'S OFFICE  (45 S. MAIN ST.). SEE SHEET
A4.014 FOR MORE INFORMATION.

CONSTRUCTION NOTES - SHERIFF'S OFFICE
THIS SHEET ONLY

1. Hoist Machines:
The existing General Elevator machines shall be rebuilt.  This will
include replacement of the drive sheaves, cables, brakes, bearings,
and seals.

2. Secondary Brakes:
Install a rope gripper for the hoist machines to prevent
unintended car movement and overspeed in the up direction.

3. Elevator Controllers:
Install new non-proprietary microprocessor controls to replace
the aging controllers.

4. Motor Generator Sets:
 There are no motor generator sets on this elevator as the motor

is an AC motor.   Install Variable Voltage Variable Frequency solid
state drives and include regenerative drives.  Allow for feed back
power to the grid during overhauling load conditions when the car
travels in the up direction lightly loaded and counterweight heavy.

5. Governors:
Replace the Governor, life-safety devices.

6. Wiring:
Install new wiring, including the traveling cables,  to facilitate the
installation of the new Ixtures and provide spare wires for the
future use of other devices.

7. Door Operating Equipment:
Replace the door operators with closed loop door operators.  The
hoistway door panel shall be replaced and the existing door bucks
will be wrapped in the Inish of the hoistway doors.

8. Signal and Operating Fixtures:
Replace all signal and operating Ixtures, including hall and car
stations with long lasting LEDs.

9. Car Enclosure:
Upgrade the cab interior Inishes and the car lighting to LEDs.
New roller guides shall be installed also.

10. Communication System:
Install push to call phones with car operating panel and rollover
capability to call out.

11. Counterweights:
The frame and counterweights are existing to remain.  Roller
guides shall be replaced as required.

12. Slings and Platforms:
The existing slings and platforms of both elevators are to remain.

13. Car Safeties:
The car safeties on both elevators shall remain.

14. Oil buTers:
Replace the car and counterweight oil buTers.

ELEVATOR SPECIFIC

GENERAL DEMOLITION NOTES

1. THE CONTRACTOR SHALL NOT CONSIDER DEMOLITION NOTES
ALL INCLUSIVE.  IT IS THE CONTRACTOR'S RESPONSIBLITY TO
INSPECT AND ASSESS EACH AREA AND TO FULFILL THE INTENT
OF THE WORK INDICATED BY THE CONTRACT DOCUMENTS.  THE
CONTRATOR SHALL VERIFY ALL CONDITIONS AND DIMENSIONS
WITHIN THE CONTRACT LIMITS.  ALL DEVIATIONS FROM THE
CONTRACT DOCUMENTS NECESSITATED BY FIELD CONDITIONS
SHALL BE BROUGHT TO THE ATTENTION OF THE ARCHITECT.

2. THE GENERAL CONTRACTOR IS RESPONSIBLE FOR THE
STRUCTURAL STABILITY OF THE EXISTING STRUCTURE IN
AREAS INVOLVING NEW WORK AND FOR PROTECTING THE
EXISTING STRUCTURE FROM DAMAGE DURING THE COURSE OF
THE WORK.  THIS SHALL INCLUDE SUPPLYING AND INSTALLING
SHORING, NEEDLES, BULKHEADS AND ANY OTHER ITEMS
NECESSARY FOR THE PROTECTION AND STABILITY OF THE
BUILDING.  NO WORK THAT WILL JEOPARDIZE THE STRUCTURAL
INTEGRITY OF THE BUILDING SHALL BE DONE WITHOUT
CONSULTING THE STRUCTURAL ENGINEER OR ARCHITECT.

3. ALL DEMOLITION AND EXPOSURE OF INTERIOR SURFACES
SHALL BE IMMEDIATELY FOLLOWED BY PROTECTIVE
CONSTRUCTION.   CONTRACTORS SHALL PROVIDE AND INSTALL
TEMPORARY PROTECTION IN ALL OPENINGS WHERE EXTERIOR
DOORS OR ROOFTOP/ MECHANICAL EQUIPMENT HAVE BEEN
REMOVED/ REPLACED/ ADDED.

4. THE CONTRACTOR SHALL TAKE ALL POSSIBLE PRECAUTIONS
AGAINST DAMAGING ANY EXISTING CONSTRUCTION TO
REMAIN.  ANY DAMAGE CAUSED BY THE CONTRACTOR'S
OPERATIONS SHALL BE REPAIRED AT THEIR EXPENSE TO THE
COMPLETE SATISFACTION OF THE OWNER OF THE PROPERTY
SO DAMAGED.

5. THE CONTRATOR SHALL EXAMINE THE DRAWINGS AND ALL
SECTIONS OF THE SPECIFICATIONS AND FAMILIARIZE
THEMSELVES WITH THEIR PROVISIONS REGARDING THE
REMOVAL OF EXISTING ITEMS AND WORK.  THEY SHALL
UNDERSTAND THAT ALL ITEMS AND WORK NOT SPECIFICALLY
MENTIONED TO BE REMOVED BY THE REQUIREMENT OF OTHER
SECTIONS OF SPECIFICATIONS SHALL BE REMOVED AS PART
OF THE WORK UNDER THIS SECTION.

6. THE CONTRACTOR SHALL REVIEW DEMOLITION DRAWINGS AND
COORDINATE WITH ALL OTHER AVAILABLE DRAWINGS.
INCLUDE ALL COSTS NECESSARY TO COMPLETE WORK AND
REVIEW WITH ARCHITECT PRIOR TO PROCEEDING WITH WORK IF
ANY CONFLICTING INFORMATION IS PROVIDED.

7. ALL MATERIALS REMOVED BY THE DEMOLITION CONTRACTOR
SHALL BE REMOVED FROM THE SITE AND RECYCLED
WHENEVER POSSIBLE OR DISPOSED OF IN A LAWFUL MANNER
IN COMPLIANCE WITH APPLICABLE CODES AND REGULATIONS.

8. CONTRACTOR SHALL VERIFY THEIR WORK WITH RESPECT TO
THE WORK OF THEIR TRADES.

10. SEE MECHANICAL, ELECTRICAL, AND PLUMBING DRAWINGS
FOR ADDITIONAL WORK REQUIRED FOR SERVICES NOT SHOWN
ON THIS SHEET.

11.           SHORT DASHED LINES INDICATE ITEMS TO BE
REMOVED.

Sheriff's

Office
(45 South Main Street)
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EXISTING BASEMENT
220 SOUTH MAIN ST.

SCALE:  1/8" = 1'-0"1

ELEVATOR LOBBY
EXISTING

MACHINE ROOM
EXISTING

0'-0"
FINISHED FLOOR

-3'-6"
PIT FLOOR

A3.02

1

3

6

1

2

17

9

12

9'-4"
B.O. CEILING

7'-9"

13'-1"

3'-0" 14'-0"
6'-3" 3'-0" 3'-10"5'-0"

9'-0" 4'-4"5'-0"

UP

ELEV 101

EXISTING FIRST FLOOR
220 SOUTH MAIN ST.

SCALE:  1/8" = 1'-0"2

ELEVATOR LOBBY
EXISTING

A3.02

2

3

TYPE B
10

8

9

17

5'-0"
15'-10"

6'-3" 3'-0" 3'-10"
UP

DOWN

ELEV 101

EXISTING SECOND FLOOR
220 SOUTH MAIN ST.

SCALE:  1/8" = 1'-0"3

ELEVATOR LOBBY
EXISTING

A3.02

3

17

3

UP UP

DOWN DOWN

ELEV 101

EXISTING THIRD FLOOR
220 SOUTH MAIN ST.

SCALE:  1/8" = 1'-0"4

ELEVATOR LOBBY
EXISTING

A3.02

4

17

3

5'-0"
7'-9"

10"8'-
10"

UP UP

DOWN

ELEV 101

CONSTRUCTION NOTES - ADMINISTRATION BUILDING
THIS SHEET ONLY

KEYNOTES
FOR SHEETS A3.01 - A3.02 ONLY

1

2

3

4

5

6

7

8

9

10

11

12

13

14

15

16

17

18

19

20

21

CONSTRUCTION NOTES

22

23

1. Elevator Drive System

 The existing VMI elevator drive system shall be replaced with a
hydraulic pumping unit with a solid state soft starter.

2. Hydraulic Pump Unit
 Replace the existing VMI hydraulic pumping with a hydraulic

pumping unit.
3. Elevator Controllers:

Install new non-proprietary microprocessor controls to replace
the aging controllers.

4. Wiring:
Install new wiring, including the traveling cables,  to facilitate the
installation of the new Ixtures and provide spare wires for the
future use of other devices.

5. Door Operating Equipment:
Replace the door operators with closed loop door operators.  The
hoistway door panel shall be replaced and the existing door bucks
will be wrapped in the Inish of the hoistway doors.

6. Signal and Operating Fixtures:
Replace all signal and operating Ixtures, including hall and car
stations with long lasting LEDs.

7. Car Enclosure:
Upgrade the cab interior Inishes and the car lighting to LEDs.
New roller guides shall be installed also.

8. Communication System:
Install push to call phones with car operating panel and rollover
capability to call out.

9. Slings and Platforms:
The existing slings and platforms of both elevators are to remain.

10. Spring buTers:
Replace the car spring buTers.

11. Cylinder/ Plunger Assembly:
 The existing cylinder/ plunger assembly shall remain.

ELEVATOR EQUIPMENT - TO BE REPLACED.

EXISTING WIRE FENCE AND GATE TO BE REMOVED.

EXISTING HOISTWAY - TO REMAIN.

EXISTING BEAM - TO REMAIN.

EXISTING PIT SUMP PUMP LOCATION.

REPLACE PIT LADDER - INSTALL AS CLOSE AS POSSIBLE TO
EXISTING ADJACENT ACCESS DOOR & MAINTAIN min. 48" A.F.F. -
SEE DETAIL 5/A4.01.

PIT LIGHT FIXTURE - SEE ELECTRICAL DRAWINGS FOR ADDITIONAL
INFORMATION.

SECURITY DESK - TO REMAIN.

TO EXIT.

ELEVATOR CAB - TO REMAIN, FINISHES TO BE REPLACED - SEE
SHEET A4.01 FOR TYPICAL INTERIOR INFORMATION.

VENTILATION - TO REMAIN.

WRAP NON-ELEVATOR PIPING AND CONDUIT - 2 HOUR RATED
ENCLOSURE - SEE DETAIL 6/A4.01.

REMOVE EXISTING LADDER AND PROVIDE PRE-ENGINEERED &
PRE-FABRICATED SHIPS LADDER - MODEL # SL2490-A (95”
FLOOR TO FLOOR) WITH GRAY ENAMEL RAILS AND STRINGER AND
BLACK BAR GRATING TREADS BY FS INDUSTRIES OR EQUAL. UNIT
SHALL CONFORM TO 24” W. 6” D. TREADS WITH CONTINUOUS
RAILING AT 30” ABOVE TREAD NOSING & FLOOR SURFACE ABOVE.
(FS Industries, PO Box 72659 Providence, RI 02907, Toll free:
(800) 421-0314)

FLOOR INDICATOR SIGNAGE MOUNTED TO EXISTING ELEVATOR
JAMB (T.O. SIGN AT 54" A.F.F.).

REPLACE HALL LANTERN.

REPLACE HALL CALL BUTTON.

EXISTING STAIR - TO REMAIN.

2 HR RATED CEILING - SEE DETAIL 6/A3.01 FOR MORE
INFORMATION.

REMOVE CEILING HUNG LIGHT FIXTURES AND INSTALL SURFACE
MOUNTED LIGHT FIXTURES.

ACCESS PANEL - ACTUAL LOCATION SUBJECT TO CHANGE, V.I.F. -
SEE DETAIL 7/A3.01(sim.) FOR MORE INFORMATION.

EXISITING MECHANICAL EQUIPMENT ABOVE - TO REMAIN - SEE
MECHANICAL DRAWINGS FOR MORE INFORMATION.

2 HR. RATED SHAFT WALL BULKHEAD - SEE DETAIL 6/A4.01 (sim.)
FOR MORE INFORMATION.

ELEVATOR DOORS TO RECIEVE STAINLESS STEEL BRUSHED SATIN
FINISH.

1.

2.

3.

4.

5.

 INDICATES EXISTING TO REMAIN, u.n.o.

VERIFY ALL DIMENSION IN FIELD.

SEE DIVISION 14 SPECIFICATIONS FOR ELEVATOR SPECIFIC
UPGRADE  / CAB INTERIOR INFORMATION.

ELEVATOR CAR MAY VARY DUE TO MANUFACTURER
SPECIFICATIONS/ REQUIEMENTS.  CONTRACTOR SHALL MEASURE
EACH CAB INTERIOR AND OTHER ITEMS REQUIRED FOR ACURATE
BID FOR EACH ELEVATOR CAB/ HOISTWAY SYSTEM.  THE OWNER
SHALL NOT BE RESPONSIBLE FOR CHANGES TO THE CONTRACT
SUM BASED ON CONTRACTORS NEED FOR MORE OR LESS
MATERIALS FOR COMPLETE JOB.

TYPE A CAB FINISH ARE SPECIFIC FOR ELEVATORS AT THE
COURTHOUSE (20 W. COURTLAND ST.).  TYPE B CAB FINISH ARE
SPECIFIC FOR ELEVATORS AT THE ADMIN BUILDING  (220 S. MAIN
ST.) AND THE SHERIFF'S OFFICE  (45 S. MAIN ST.).  SEE SHEET
A4.01 FOR MORE INFORMATION.

ELEVATOR SPECIFIC

CL

CEILING SECTION DETAIL
SCALE:  1-1/2" = 1'-0"6

ACCESS PANEL DETAIL
NOT TO SCALE7

7'-6"
B.O. CEILING

0
1
/2
"0
1
/2
"

5
"

1
"

7
"

24" o.c. max

RATED SEALANT AROUND
PERIMETER

4" C-H CHANNEL

1" LINER PANEL

#6 x 1-5/8" TYPE S
DRYWALL SCREWS, 24" o.c.
(#6 x 1" INSIDE LAYER)

4" J-CHANNEL

NOTE:
1. 2 HR CEILING UL

DESIGN  # U415.

(2) LAYERS 1/2" RATED
"C" CORE GYPSUM PANELS

EXISTING MASONRY WALL -
TO REMAIN

FASTNER AT 24" o.c. - min.
200 LBS. SHEAR VALUE
PER C-T STUD

18

ELEVATOR LOBBY
EXISTING 7'-6"

B.O. CEILING

12

19
1

20

21

22
MACHINE ROOM

EXISTING

GENERAL DEMOLITION NOTES

1. THE CONTRACTOR SHALL NOT CONSIDER DEMOLITION NOTES
ALL INCLUSIVE.  IT IS THE CONTRACTOR'S RESPONSIBLITY TO
INSPECT AND ASSESS EACH AREA AND TO FULFILL THE INTENT
OF THE WORK INDICATED BY THE CONTRACT DOCUMENTS.  THE
CONTRATOR SHALL VERIFY ALL CONDITIONS AND DIMENSIONS
WITHIN THE CONTRACT LIMITS.  ALL DEVIATIONS FROM THE
CONTRACT DOCUMENTS NECESSITATED BY FIELD CONDITIONS
SHALL BE BROUGHT TO THE ATTENTION OF THE ARCHITECT.

2. THE GENERAL CONTRACTOR IS RESPONSIBLE FOR THE
STRUCTURAL STABILITY OF THE EXISTING STRUCTURE IN
AREAS INVOLVING NEW WORK AND FOR PROTECTING THE
EXISTING STRUCTURE FROM DAMAGE DURING THE COURSE OF
THE WORK.  THIS SHALL INCLUDE SUPPLYING AND INSTALLING
SHORING, NEEDLES, BULKHEADS AND ANY OTHER ITEMS
NECESSARY FOR THE PROTECTION AND STABILITY OF THE
BUILDING.  NO WORK THAT WILL JEOPARDIZE THE STRUCTURAL
INTEGRITY OF THE BUILDING SHALL BE DONE WITHOUT
CONSULTING THE STRUCTURAL ENGINEER OR ARCHITECT.

3. ALL DEMOLITION AND EXPOSURE OF INTERIOR SURFACES
SHALL BE IMMEDIATELY FOLLOWED BY PROTECTIVE
CONSTRUCTION.   CONTRACTORS SHALL PROVIDE AND INSTALL
TEMPORARY PROTECTION IN ALL OPENINGS WHERE EXTERIOR
DOORS OR ROOFTOP/ MECHANICAL EQUIPMENT HAVE BEEN
REMOVED/ REPLACED/ ADDED.

4. THE CONTRACTOR SHALL TAKE ALL POSSIBLE PRECAUTIONS
AGAINST DAMAGING ANY EXISTING CONSTRUCTION TO
REMAIN.  ANY DAMAGE CAUSED BY THE CONTRACTOR'S
OPERATIONS SHALL BE REPAIRED AT THEIR EXPENSE TO THE
COMPLETE SATISFACTION OF THE OWNER OF THE PROPERTY
SO DAMAGED.

5. THE CONTRATOR SHALL EXAMINE THE DRAWINGS AND ALL
SECTIONS OF THE SPECIFICATIONS AND FAMILIARIZE
THEMSELVES WITH THEIR PROVISIONS REGARDING THE
REMOVAL OF EXISTING ITEMS AND WORK.  THEY SHALL
UNDERSTAND THAT ALL ITEMS AND WORK NOT SPECIFICALLY
MENTIONED TO BE REMOVED BY THE REQUIREMENT OF OTHER
SECTIONS OF SPECIFICATIONS SHALL BE REMOVED AS PART
OF THE WORK UNDER THIS SECTION.

6. THE CONTRACTOR SHALL REVIEW DEMOLITION DRAWINGS AND
COORDINATE WITH ALL OTHER AVAILABLE DRAWINGS.
INCLUDE ALL COSTS NECESSARY TO COMPLETE WORK AND
REVIEW WITH ARCHITECT PRIOR TO PROCEEDING WITH WORK IF
ANY CONFLICTING INFORMATION IS PROVIDED.

7. ALL MATERIALS REMOVED BY THE DEMOLITION CONTRACTOR
SHALL BE REMOVED FROM THE SITE AND RECYCLED
WHENEVER POSSIBLE OR DISPOSED OF IN A LAWFUL MANNER
IN COMPLIANCE WITH APPLICABLE CODES AND REGULATIONS.

8. CONTRACTOR SHALL VERIFY THEIR WORK WITH RESPECT TO
THE WORK OF THEIR TRADES.

10. SEE MECHANICAL, ELECTRICAL, AND PLUMBING DRAWINGS
FOR ADDITIONAL WORK REQUIRED FOR SERVICES NOT SHOWN
ON THIS SHEET.

11.           SHORT DASHED LINES INDICATE ITEMS TO BE
REMOVED.

REFLECTED CEILING PLAN
BASEMENT MACHINE RM.

SCALE:  1/4" = 1'-0"5

Administration

Building
(220 South Main Street)
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ELEVATOR LOBBY ELEVATION
THIRD FLOOR

SCALE:  1/4" = 1'-0"4

C L

ELEVATOR LOBBY ELEVATION
BASEMENT

SCALE:  1/4" = 1'-0"1

C L

ELEVATOR LOBBY ELEVATION
FIRST FLOOR

SCALE:  1/4" = 1'-0"2

C L

ELEVATOR LOBBY ELEVATION
SECOND FLOOR

SCALE:  1/4" = 1'-0"3

C L
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CONSTRUCTION NOTES - ADMINISTRATION BUILDING
THIS SHEET ONLY

KEYNOTES
FOR SHEETS A3.01 - A3.02 ONLY

1

2

3

4

5

6

7

8

9

10

11

12

13

14

15

16

17

18

19

20

21

CONSTRUCTION NOTES

22

23

1. Elevator Drive System

 The existing VMI elevator drive system shall be replaced with a
hydraulic pumping unit with a solid state soft starter.

2. Hydraulic Pump Unit
 Replace the existing VMI hydraulic pumping with a hydraulic

pumping unit.
3. Elevator Controllers:

Install new non-proprietary microprocessor controls to replace
the aging controllers.

4. Wiring:
Install new wiring, including the traveling cables,  to facilitate the
installation of the new Ixtures and provide spare wires for the
future use of other devices.

5. Door Operating Equipment:
Replace the door operators with closed loop door operators.  The
hoistway door panel shall be replaced and the existing door bucks
will be wrapped in the Inish of the hoistway doors.

6. Signal and Operating Fixtures:
Replace all signal and operating Ixtures, including hall and car
stations with long lasting LEDs.

7. Car Enclosure:
Upgrade the cab interior Inishes and the car lighting to LEDs.
New roller guides shall be installed also.

8. Communication System:
Install push to call phones with car operating panel and rollover
capability to call out.

9. Slings and Platforms:
The existing slings and platforms of both elevators are to remain.

10. Spring buTers:
Replace the car spring buTers.

11. Cylinder/ Plunger Assembly:
 The existing cylinder/ plunger assembly shall remain.

ELEVATOR EQUIPMENT - TO BE REPLACED.

EXISTING WIRE FENCE AND GATE TO BE REMOVED.

EXISTING HOISTWAY - TO REMAIN.

EXISTING BEAM - TO REMAIN.

EXISTING PIT SUMP PUMP LOCATION.

REPLACE PIT LADDER - INSTALL AS CLOSE AS POSSIBLE TO
EXISTING ADJACENT ACCESS DOOR & MAINTAIN min. 48" A.F.F. -
SEE DETAIL 5/A4.01.

PIT LIGHT FIXTURE - SEE ELECTRICAL DRAWINGS FOR ADDITIONAL
INFORMATION.

SECURITY DESK - TO REMAIN.

TO EXIT.

ELEVATOR CAB - TO REMAIN, FINISHES TO BE REPLACED - SEE
SHEET A4.01 FOR TYPICAL INTERIOR INFORMATION.

VENTILATION - TO REMAIN.

WRAP NON-ELEVATOR PIPING AND CONDUIT - 2 HOUR RATED
ENCLOSURE - SEE DETAIL 6/A4.01.

REMOVE EXISTING LADDER AND PROVIDE PRE-ENGINEERED &
PRE-FABRICATED SHIPS LADDER - MODEL # SL2490-A (95”
FLOOR TO FLOOR) WITH GRAY ENAMEL RAILS AND STRINGER AND
BLACK BAR GRATING TREADS BY FS INDUSTRIES OR EQUAL. UNIT
SHALL CONFORM TO 24” W. 6” D. TREADS WITH CONTINUOUS
RAILING AT 30” ABOVE TREAD NOSING & FLOOR SURFACE ABOVE.
(FS Industries, PO Box 72659 Providence, RI 02907, Toll free:
(800) 421-0314)

FLOOR INDICATOR SIGNAGE MOUNTED TO EXISTING ELEVATOR
JAMB (T.O. SIGN AT 54" A.F.F.).

REPLACE HALL LANTERN.

REPLACE HALL CALL BUTTON.

EXISTING STAIR - TO REMAIN.

2 HR RATED CEILING - SEE DETAIL 6/A3.01 FOR MORE
INFORMATION.

REMOVE CEILING HUNG LIGHT FIXTURES AND INSTALL SURFACE
MOUNTED LIGHT FIXTURES.

ACCESS PANEL - ACTUAL LOCATION SUBJECT TO CHANGE, V.I.F. -
SEE DETAIL 7/A3.01(sim.) FOR MORE INFORMATION.

EXISITING MECHANICAL EQUIPMENT ABOVE - TO REMAIN - SEE
MECHANICAL DRAWINGS FOR MORE INFORMATION.

2 HR. RATED SHAFT WALL BULKHEAD - SEE DETAIL 6/A4.01 (sim.)
FOR MORE INFORMATION.

ELEVATOR DOORS TO RECIEVE STAINLESS STEEL BRUSHED SATIN
FINISH.

1.

2.

3.

4.

5.

 INDICATES EXISTING TO REMAIN, u.n.o.

VERIFY ALL DIMENSION IN FIELD.

SEE DIVISION 14 SPECIFICATIONS FOR ELEVATOR SPECIFIC
UPGRADE  / CAB INTERIOR INFORMATION.

ELEVATOR CAR MAY VARY DUE TO MANUFACTURER
SPECIFICATIONS/ REQUIEMENTS.  CONTRACTOR SHALL MEASURE
EACH CAB INTERIOR AND OTHER ITEMS REQUIRED FOR ACURATE
BID FOR EACH ELEVATOR CAB/ HOISTWAY SYSTEM.  THE OWNER
SHALL NOT BE RESPONSIBLE FOR CHANGES TO THE CONTRACT
SUM BASED ON CONTRACTORS NEED FOR MORE OR LESS
MATERIALS FOR COMPLETE JOB.

TYPE A CAB FINISH ARE SPECIFIC FOR ELEVATORS AT THE
COURTHOUSE (20 W. COURTLAND ST.).  TYPE B CAB FINISH ARE
SPECIFIC FOR ELEVATORS AT THE ADMIN BUILDING  (220 S. MAIN
ST.) AND THE SHERIFF'S OFFICE  (45 S. MAIN ST.).  SEE SHEET
A4.01 FOR MORE INFORMATION.

ELEVATOR SPECIFIC

GENERAL DEMOLITION NOTES

1. THE CONTRACTOR SHALL NOT CONSIDER DEMOLITION NOTES
ALL INCLUSIVE.  IT IS THE CONTRACTOR'S RESPONSIBLITY TO
INSPECT AND ASSESS EACH AREA AND TO FULFILL THE INTENT
OF THE WORK INDICATED BY THE CONTRACT DOCUMENTS.  THE
CONTRATOR SHALL VERIFY ALL CONDITIONS AND DIMENSIONS
WITHIN THE CONTRACT LIMITS.  ALL DEVIATIONS FROM THE
CONTRACT DOCUMENTS NECESSITATED BY FIELD CONDITIONS
SHALL BE BROUGHT TO THE ATTENTION OF THE ARCHITECT.

2. THE GENERAL CONTRACTOR IS RESPONSIBLE FOR THE
STRUCTURAL STABILITY OF THE EXISTING STRUCTURE IN
AREAS INVOLVING NEW WORK AND FOR PROTECTING THE
EXISTING STRUCTURE FROM DAMAGE DURING THE COURSE OF
THE WORK.  THIS SHALL INCLUDE SUPPLYING AND INSTALLING
SHORING, NEEDLES, BULKHEADS AND ANY OTHER ITEMS
NECESSARY FOR THE PROTECTION AND STABILITY OF THE
BUILDING.  NO WORK THAT WILL JEOPARDIZE THE STRUCTURAL
INTEGRITY OF THE BUILDING SHALL BE DONE WITHOUT
CONSULTING THE STRUCTURAL ENGINEER OR ARCHITECT.

3. ALL DEMOLITION AND EXPOSURE OF INTERIOR SURFACES
SHALL BE IMMEDIATELY FOLLOWED BY PROTECTIVE
CONSTRUCTION.   CONTRACTORS SHALL PROVIDE AND INSTALL
TEMPORARY PROTECTION IN ALL OPENINGS WHERE EXTERIOR
DOORS OR ROOFTOP/ MECHANICAL EQUIPMENT HAVE BEEN
REMOVED/ REPLACED/ ADDED.

4. THE CONTRACTOR SHALL TAKE ALL POSSIBLE PRECAUTIONS
AGAINST DAMAGING ANY EXISTING CONSTRUCTION TO
REMAIN.  ANY DAMAGE CAUSED BY THE CONTRACTOR'S
OPERATIONS SHALL BE REPAIRED AT THEIR EXPENSE TO THE
COMPLETE SATISFACTION OF THE OWNER OF THE PROPERTY
SO DAMAGED.

5. THE CONTRATOR SHALL EXAMINE THE DRAWINGS AND ALL
SECTIONS OF THE SPECIFICATIONS AND FAMILIARIZE
THEMSELVES WITH THEIR PROVISIONS REGARDING THE
REMOVAL OF EXISTING ITEMS AND WORK.  THEY SHALL
UNDERSTAND THAT ALL ITEMS AND WORK NOT SPECIFICALLY
MENTIONED TO BE REMOVED BY THE REQUIREMENT OF OTHER
SECTIONS OF SPECIFICATIONS SHALL BE REMOVED AS PART
OF THE WORK UNDER THIS SECTION.

6. THE CONTRACTOR SHALL REVIEW DEMOLITION DRAWINGS AND
COORDINATE WITH ALL OTHER AVAILABLE DRAWINGS.
INCLUDE ALL COSTS NECESSARY TO COMPLETE WORK AND
REVIEW WITH ARCHITECT PRIOR TO PROCEEDING WITH WORK IF
ANY CONFLICTING INFORMATION IS PROVIDED.

7. ALL MATERIALS REMOVED BY THE DEMOLITION CONTRACTOR
SHALL BE REMOVED FROM THE SITE AND RECYCLED
WHENEVER POSSIBLE OR DISPOSED OF IN A LAWFUL MANNER
IN COMPLIANCE WITH APPLICABLE CODES AND REGULATIONS.

8. CONTRACTOR SHALL VERIFY THEIR WORK WITH RESPECT TO
THE WORK OF THEIR TRADES.

10. SEE MECHANICAL, ELECTRICAL, AND PLUMBING DRAWINGS
FOR ADDITIONAL WORK REQUIRED FOR SERVICES NOT SHOWN
ON THIS SHEET.

11.           SHORT DASHED LINES INDICATE ITEMS TO BE
REMOVED.

Administration

Building
(220 South Main Street)
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FINISH LEGEND

KEYNOTES
SHEET A4.01 ONLY

1

2

3

4

5

6

7

CONSTRUCTION NOTES

PLAM-1: PLASTIC LAMINAT -  FORMICA - MINERAL SPA 6920-58,
MATTE FINISH, STANDARD GRADE.

MTL-1: STAINLESS STEEL METAL - LINEN FINISH.

MTL-2: STAINLESS STEEL METAL - SANDSTONE FINISH.

MTL-3: STAINLESS STEEL METAL - BRUSH FINISH.

MTL-4: STAINLESS STEEL METAL - SATIN FINISH.

MTL-5: ALUMINIUM WITH SILVER METALLIC DURANODIC FINISH.

VCT-1: VINYL FLOORING TILE - 18"x18" HALO FLOORS - BLACK
SAND SEASHORE SS03.

EXTEND REVEAL FINISH (MTL-5) TO TOP OF CAB AND ONTO
UNDERSIDE OF CAB MIN 8".

WALL PANEL WITH 1/2" REVEALS.

11/2" NOM. ROUND HANDRAIL WITH RETURNS AT EACH END.

VCT FLOORING TILE - CENTER TILE IN CENTER OF CAB.

METAL FLOATING ISLAND TILE CEILING.

RECESSED LED LIGHT FIXTURE - CENTERED IN TILE.

3/16" THICK STAINLESS STEEL METAL PLATE.

1.

2.

3.

4.

5.

 INDICATES EXISTING TO REMAIN, u.n.o.

VERIFY ALL DIMENSION IN FIELD.

SEE DIVISION 14 SPECIFICATIONS FOR ELEVATOR SPECIFIC
UPGRADE  / CAB INTERIOR INFORMATION.

ELEVATOR CAR MAY VARY DUE TO MANUFACTURER
SPECIFICATIONS/ REQUIEMENTS.  CONTRACTOR SHALL MEASURE
EACH CAB INTERIOR AND OTHER ITEMS REQUIRED FOR ACURATE
BID FOR EACH ELEVATOR CAB/ HOISTWAY SYSTEM.  THE OWNER
SHALL NOT BE RESPONSIBLE FOR CHANGES TO THE CONTRACT
SUM BASED ON CONTRACTORS NEED FOR MORE OR LESS
MATERIALS FOR COMPLETE JOB.

TYPE A CAB FINISH ARE SPECIFIC FOR ELEVATORS AT THE
COURTHOUSE (20 W. COURTLAND ST.).  TYPE B CAB FINISH ARE
SPECIFIC FOR ELEVATORS AT THE ADMIN BUILDING  (220 S. MAIN
ST.) AND THE SHERIFF'S OFFICE  (45 S. MAIN ST.).  SEE SHEET
A4.01 FOR MORE INFORMATION.

ENCLOSURE DETAIL
PIPING/ CONDUIT

SCALE:  1-1/2" = 1'-0"6

01/2" 0
1
/2
"

01/2"

VARIES

V
A
R
IE
S

2
1
/2
"

2
"

4
1
/2
"

(1) LAYER 1" GYPSUM
LINER PANEL

1" x 2" x 25 min. GAUGE ANGLE

(2) LAYERS 1/2" RATED
"C" CORE GYPSUM PANELS

EXISTING WALL - TO
REMAIN

EXISITNG PIPE

NOTE:
1. 2 HR SHAFT WALL UL DESIGN  # U529.
2. EXTEND TO UNDERSIDE OF STUCTURE

ABOVE AND FIRE SEAL.
3. FINISH ALL JOINTS.

RATED SEALANT
AROUND PERIMETER

EXISTING MASONRY
WALL - TO REMAIN

21/2" METAL STUD AT 24" O.C.

(1) LAYER 1" GYPSUM
LINER PANEL

(2) LAYERS 1/2" RATED
"C" CORE GYPSUM PANELS

NOTE:
1. 2 HR SHAFT WALL UL DESIGN  # U529.
2. EXTEND TO UNDERSIDE OF STUCTURE

ABOVE AND FIRE SEAL.
3. FINISH ALL JOINTS. PANEL FRAME DETAILS

NOT TO SCALE7

CAB FLOOR PLAN
TYPICAL TYPE A

SCALE:  1/4" = 1'-0"1
REFLECTED CEILING PLAN
TYPICAL TYPE A CAB

SCALE:  1/4" = 1'-0"2

SIDE WALL ELEVATION
TYPICAL TYPE A CAB

SCALE:  1/4" = 1'-0"3
BACK WALL ELEVATION
TYPICAL TYPE A CAB

SCALE:  1/4" = 1'-0"4
C L

VCT-1
4

6

MTL-4
5

PLAM-1
2

MTL-3
3

7'-6" ±
B.O. CEILING

C L

MTL-3
3

7'-6" ±
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MTL-5
3

MTL-4
5

PLAM-1
2

VCT-1
4

MTL-5
1

MTL-5
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7
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7
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7

VCT-1
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MTL-2
7

MTL-1
7

MTL-4
5

MTL-1
7

MTL-2
7

MTL-2
7

6'-8" ± V.I.F.

8'-0" ±
3'-0"

6'-8" ± V.I.F.

4'-4" ± V.I.F. 4'-4" ± V.I.F.
6'-8" ± V.I.F.

01/2"
01/2"
01/2"

6" MAY VARY 6"

6"MA
Y VARY
6"

4'-4" ± V.I.F.

8'-0" ±
3'-0"

4" MAY VARY 4"

4"MA
Y VARY
4"

01/2"8"
6"

8"2'-0
"6"
3'-8" ±
10" 2"2" EQ 01/2" EQ 2"2" EQ 01/2" EQ 2"

2'-0"
3'-8" ±
10"

01/2"
01/2"01/2"
01/2"2"

MAY VARY
MAY VARYMAY VARY

MAY VARY

MAY VARY MAY VARY

MAY VARYMAY VARY MAY VARYMAY VARY

7'-6" ±
B.O. CEILING

7

A4.01

11/2"11/2"11/2" 11/2" 11/2" 11/2"

CAB FLOOR PLAN
TYPICAL TYPE B

SCALE:  1/4" = 1'-0"8
REFLECTED CEILING PLAN
TYPICAL TYPE B CAB

SCALE:  1/4" = 1'-0"9

SIDE WALL ELEVATION
TYPICAL TYPE B CAB

SCALE:  1/4" = 1'-0"10
BACK WALL ELEVATION
TYPICAL TYPE B CAB

SCALE:  1/4" = 1'-0"11
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A4.01

13

A4.01

11/2"11/2"11/2" 11/2" 11/2" 11/2"

PIT LADDER DETAIL
SCALE:  3/4" = 1'-0"5

NOTES:

1.  ALL MATERIAL ON THIS DRAWING SHALL BE GALVANIZED.

2.  ALL WELDED MATERIAL TO BE SEAL WELDED FOR GALVANIZING.

3.  PROVIDE WEEP HOLES FOR GALVANIZING.

4.  LADDER SHALL COMPLY WITH ALL APPLICABLE CODES, INCLUDING, BUT NOT

LIMITED TO ASME A17.1.

5.  GC SHALL COORDINATE AND CONFIRM PLATFORM CLEARANCES WITH

ELEVATOR SUBCONTRACTOR.

W/ 1/2" DIA. CONCRETE

EXPANSION ANCHOR -

PROVIDE min. 3"

EMBEDMENT

W/ 1/2" DIA. CONCRETE

EXPANSION ANCHOR -

PROVIDE min. 3"

EMBEDMENT

PANEL REVEAL DETAIL
SCALE:  3" = 1'-0"12

PANEL REVEAL DETAIL
SCALE:  3" = 1'-0"13
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1/2" FRT. PLYWOOD

3/4" MDF - FINISH SIDE
FACE AND EDGE BAND
LAMINATE (PLAM-1)

1/2" BLOCKING W/ METAL
LAMINATE AT EXPOSED

SURFACE, (MTL-5)

STAINLESS STEEL PLATE
(MTL-2)

1/2" BLOCKING W/ METAL
LAMINATE AT EXPOSED

SURFACE, (MTL-5)

1/2" FRT. PLYWOOD

3/4" MDF - FINISH SIDE
FACE AND EDGE BAND
LAMINATE (PLAM-1)

EXISTING CAB WALL
EXISTING CAB WALL

11/2" ROUND HANDRAIL
(MTL-3)

Typical
(All Buildings)
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